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Street Surface Ratings & Pavement Management Plan

e [tis recommended to continue the program to set aside funds for routine maintenance
work every year and to apply for State and/or Federal funds for major capital

expenditure projects.

Asset Management

Recently, the AASHTO and the Federal Highway Administration conducted workshops and
seminars to include asset management concepts in transportation agencies. The following is

the definition taken from the AASHTO, which was used at the workshops:

“Asset management is a systematic process of maintaining, upgrading, and operating

physical assets cost-effectively”.

Asset management is a critical part of the New Plymouth transportation infrastructure
management. Law requires that cities complete a GASB Statement No. 34 of all publicly
owned properties. The City, in collaboration with TCI Corp, has completed a road inventory
survey including right of way widths and road surface widths in summer 2010 and developed
an Asset Management System based on information collected in field. The Asset
Management System provides New Plymouth with valuable information that allows the
assets to be monitored annually with current updates of the data base. TCI Corp evaluated
the value of city streets based on the right-of-way value, replacement cost, standard life cycle
of asphalt pavements (depreciation), and current surface conditions. An asset valuation

report prepared by TCI Corp is provided in Appendix.

> 4 Holladay Engineering Company 64



Capital Improvement Plan

CAPITAL IMPROVEMENT PLAN

A Capital Improvement Plan (CIP) is a major transportation-planning tool. It is the process
of systematically inventorying and prioritizing a community’s major capital improvement
projects within a proposed time frame. The CIP lists the projects and improvements needed
based on a sense of priority, available funding options and indicates the person or agency

responsible for implementation.

There are several benefits for developing and adopting a CIP. The CIP provides a
management tool for the City Council and City Staff and can also provide valuable
information to the Planning Commission, citizens of the City, developers, and businesses
who are interested in the development of the community. The CIP document will assist in
planning available resources and funds and coordinating City projects with those of other

public or private developments.

Despite many benefits of capital improvement planning, it is necessary to understand that this
CIP serves as a guideline document. There can be changes in the plan and order of projects
identified for many reasons. Estimated costs for the projects and available funds can
fluctuate as a result of changing economic conditions or shifts in public policy, therefore
these CIP projects should be reviewed annually. Project priorities may be adjusted
depending on the need and funding availability. A well-maintained GIS database will assist

in updating the list.

The recommended street improvement projects are identified in two classifications: major
reconstruction and minor repairs/reconstruction of a small segment. For major reconstruction
of streets, the City will most likely seek federal funding. Minor repairs/reconstruction of
small segments will likely be locally funded projects. The following Table XX lists the
proposed projects for the City for the next 5 years.
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Capital Improvement Plan

Table 13: Capital Improvement Projects

B s Projected Construction Year
. rojec . rojecte
Priority Na=ne Funding Source C!OSt FY FY FY FY FY
10-11 | 11-12 | 12-13 | 13-14 | 14-15
Major Capital Improvement Projects
Plymouth Local
1 Ave Funds/LRHIP $652,000 X
Holly Ave & STP-R/Local
2 Idaho St. Match (Funded) $2,305,000 X
Sw 2™ LRHIP/Local/
3 Avenue Hwy Dist #1 $100,000 X
Southeast STP-R/Local
4 Ave, Ph 2 Match $705,000 X
Hwy 30, Local
5 Ph 3 Funds/LRHIP TBD X
Maintenance Projects - Paving/Chip Seal Projects
W. Inside
6 Blvd Local $7,000 X
SW Inside
7 Blvd Local $8,000 X
8 Myrtle St. Local $5,000 X
SE Inside
9 Blvd Local $17,000 X
10 E Bivd Local $10,000 X
Poplar &
11 Cherry Local $3,000 X
12 E Idaho St. Local $10,000 X
Hawthorn
13 St. Local TBD X
14 W McKinley Local TBD X
Note: TBD - To Be Determined
The above listed projects are not included in the current STP.

Note: All federal funding through the State is restricted to Major Collectors and Arterials in the Surface

Transportation Improvement Program (STIP). Some of the proposed projects are not currently listed as Major

Collectors in the STIP. An application may be made to the State to change the classification of qualified roads.

Federal funded projects time frame is an average of four to eight years. Project size may vary in order to meet

available funding.

I~
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Gt
The above table lists the major investment projects for the next five (5) years, the potential
funding source and the projected construction year. The above list should be updated

annually depending on the City’s needs and requirements and infrastructure updates.

Funding Strategies for Street Development, Bicycle and Pedestrian Pathways

Funding for road maintenance, operations, and capital improvement projects are of primary
importance. The City must plan, set a strategy and budget for years to create sufficient funds
for capital improvement projects. Obtaining matching funds through State and Federal Grant
Programs is one method of stretching the City funds. All federally funded projects have
additional costs; the City is encouraged to consider each project carefully, weighing the extra

cost and regulations for federal funds versus using local funds.

There are several funding possibilities available from the State and Federal government,
through State Agencies. There are possible funds available through agencies such as the
Idaho Department of Commerce and Economic Development for rehabilitation and
reconstruction. Most funding agencies require cities to identify projects and list them in their
CIP. Most of these funding agencies require cities to provide a percentage of local funds to
match the total funding. The matching funds for Capital Improvement Projects may be
funded through local taxes and development fees. The following, is a list of funding

agencies and their programs to provide funds for street developments:

1. Surface Transportation Program (STP) Local Rural
These funds are allocated for projects in rural areas and in cities with populations
below 5,000. They may be used for new construction, reconstruction or rehabilitation
of roadways functionally classified with FHWA as rural major collectors, with a
small percentage allowed for minor collectors. The local match requirement is 7.34
percent. The funds are awarded through the Local Federal-aid Incentive Program

administered by the Local Highway Technical Assistance Council (LHTAC).
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Capital Improvement Plan

Surface Transportation Program (STP) Enhancement

These funds are available to state, local, federal agencies, universities, and Indian
tribes, for enhancement activities such as developing pedestrian and bicycle facilities,
landscaping and other scenic beautification, historic preservation, rehabilitation and

operation of historic transportation buildings, structures or facilities, etc.

Local Rural Highway Investment Program

This Investment Program is a grant program that provides funding for road paving,
drainage structure replacement, signage upgrades, transportation planning,
reconstructing roadways, and most other types of construction on any public road.
Matching funds are not required for this program but LHTAC encourages matching
funds. The work must be contracted out when the estimated cost of the project is
more than $50,000. Maximum funds per year, per agency are $100,000. These funds
do not require that federal project requirements be met.

(Source: www.lhtac.org)

Safe Routes to School (SR2S)

In 2005, the federal government created the Safe Routes to School program to assist
local agencies in developing alternative travel modes such as biking and walking for
school going children to improve children’s health, air quality and traffic congestion.
This program provides federal reimbursement for local initiatives that make bicycling
and walking to school a safer, more appealing option for kids. More information on
concepts and funding program is available on the ITD website at

http://itd.idaho.gov/SR2S/about.htm. These funds can be utilized to construct a new

pathway system or enhance an existing pedestrian and bicycle pathway.

Community Development Block Grant

U.S. Department of Housing and Urban Development (HUD) program, administered
by the state, used to construct projects that benefit low and moderate-income persons,
help prevent or eliminate slum and blight conditions, or solve catastrophic health and

safety threats in local areas. This grant funds are available through a statewide
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competitive program. Funds can be utilized for developing public facilities such as
bicycle and pedestrian facilities, senior/community centers, downtown revitalization
and economic development. More information on the grant concepts and application
procedures are available on the Idaho Department of Commerce website

http://commerce.idaho.gov/development-block-grants.

6. Congestion Mitigation Air Quality (CMAQ)
These funds are available through a statewide competitive program which provides
federal transportation funding for air quality projects, planning, and programs.
Projects under this program fall under two categories: construction and non-
construction. These funds are available for projects which provide significant air
quality benefits, and projects directed toward solving a transportation related air
quality problem. The local match requirement is 7.34 percent. Projects such as dust
control and prevention (sweeper/flusher trucks, unpaved road stabilization, and
deicing equipment/supplies), special studies for air quality monitoring, alternative
transportation education etc., are eligible under this program.

(Source: http://www.itd.idaho.gov/planning/reports/cmaq/cmag.html)

The above listed funds are available from the State and federal government annually. Each
year LHTAC sends out application packets to all cities with a population under 5,000 and
eligible projects are identified and rated for the funding process. Top rated projects are
funded based on available funds. The funding process and project selection procedure were
explained in the first section of this report. It is recommended that the City adopt a plan to
procure local funds annually to match the State and federal funds every year in order to

obtain the federal funding.

There are other funding programs available through Federal Transit Administration (FTA) to
provide funding assistance in design, implementation, training and technical assistance for
public transportation in rural areas. The following are some of the programs available for

improving public transportation:
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Rural Transit Assistance Program (RTAP)

New Freedom Program

Intercity Non-Urbanized Area

Job Access and Reverse Commute Program

Elderly Individuals and Individuals with Disabilities

Clean Fuels Program
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Recommendations

Recommendations to the City

The following recommendations are made to the City for the future planning and

improvement of the transportation system.

1.

I~

Preserve and improve the existing City street system by adopting the
recommended Surface Management Plan and increasing the pavement width
where traffic warrants.

Adopt the recommended SMP and maintain up-to date GIS database.

Update traffic counts annually during periods of heaviest use to confirm traffic
volumes and travel patterns.

Adopt the proposed road functional classification map and preserve future rights
of way, as shown on the plan, by requiring setbacks and land dedications to allow
for major and minor collectors. The proposed functional classifications for the
City streets identified in the plan should be updated on the current classification
map and propose the changes to ITD.

Adopt the proposed Capital Improvement Program and update it annually.

Adopt the proposed access control standards and enforce the access control policy
on the new developments.

Continue working with the Payette County Road and Bridge Department and
Highway District # 1 in developing a consistent transportation infrastructure
within the City limits and Impact Area.

Adopt the proposed street standards for public and private roads provided in this

report.
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City of New Plymouth

Pedestrian Pathways 5 Year Capital Improvement Plan

Projected Construction Year
*Projected FY
- _ : Construction FY FY FY FY FY FY FY 2019- FY
Priority Project Name Section Cost 11-12 | 12-13 | 13-14 | 14-15 | 15-16 | 16-17 | 17-18 | 2020 | 20-21
SW 2™ Ave Sidewalk
and Street lighting Plymouth Ave. to US 30
1 Improvements (Sidewalk on one side) $112,400 X
SE Ave. Sidewalk Elm St. to City Limits
2 Improvements (Sidewalk on one side) $104,500 X
SW Avenue Sidewalk Elm St. to City Limits
Improvements (Sidewalk on one side) $123,200 X
Pathways —Phase | | b 10uth Ave. to E. Elm S, TBD X
Plymouth Ave. to W. EIm
5 Pathways — Phase Il St. TBD X
E. Elm St. to City Limits on
6 Pathways — Phase llI North TBD X
W. Elm St. to City Limits on
7 Pathways — Phase IV West TBD X
E. Idaho St. Sidewalk | N. Plymouth Ave. to Poplar
8 Project Ave. (Sidewalk on one side) $95,400 X
W. Ash St. Sidewalk N. Plymouth Ave. to Blvd.
9 Improvements (Sidewalks on both sides) $126,600 X
E. Maple St. Sidewalk N. Plymouth Ave. to Blvd.
10 Improvements (Sidewalks on both sides) $121,200 X
E. Elm St. Sidewalk N. Plymouth Ave. to Blvd.
11 Improvements (Sidewalks on both sides) $121,200 X
W. EIm St. Sidewalk N. Plymouth Ave. to Blvd.
12 Improvements (Sidewalks on both sides) $121,200 X
Pleasant St. Sidewalk S. Plymouth Ave. to
13 Improvement Subdivision $45,500 X
Note: * Projected Construction Cost does not include project development and administration costs

TBD - To Be Determined
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Appendix K

Right of Way Use Permit Forms
and
Fee Schedule




City of New Plymouth

FEE SCHEDULE

Subject to change pursuant to revisions of ordinances, codes or the City’s policy.

Subdivision Plat Review

See Planning & Zoning Administration

Construction Drawing Review
Payable with Plan Submittal

See Planning & Zoning Administration

Testing

Actual Cost

* Application and Permit to Use Right-of-way

(Approaches, Utilities, including
telecommunications companies, etc.)

Administrative Fee and Deposit shall be separate,

but both payable at time of application.

$20.00 or $50.00 for over 150 SF
Administrative Fee and

$200.00 Deposit

(Refundable upon satisfactory
completion of work)

(Option to increase or waive fee
under special conditions)

* In lieu of $200.00 deposit, major utility
companies may be required to provide
an annual Bond in the amount of
$7,500.00 to City.

Lot Split

See Planning & Zoning Administration

Right-of-way Vacation / Abandonment / Dedications /
Road Closure / Road Opening

See Planning & Zoning Administration

Transportation Plan and Street Standards Section

Cost of reproduction, plus tax, if
applicable.
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City of New Plymouth

APPLICATION AND PERMIT TO USE PUBLIC RIGHT-OF-WAY

UTILITIES AND ENCROACHMENTS

Part 1. Applicant Information

NOTICE:

Company Name Applicant - Print or Type

Address Phone Number

This permit shall not be valid for excavation
until, or unless, the provisions of Idaho Code

Title 55, Chapter 22 have been complied with.

Digline Phone No: 811 or 1(800) 342-1585

City, State, Zip

Official Use Only

Part 2. Street Information

Surface Type Q Dirt O Gravel U4 Asphalt
Street Name:

Location:

Permit No:

Permit Fee:

a $20

Q $50 for over 150 SF
Date:

Note: Permit expires in ten (10) days from date
of issue.

Part 3. Type of Utility or Other Use

Overhead Utility Utility Type:
Underground Utility Angle of Crossing:
Storm Sewer or Culvert Depth (ft):

Cable Television Line Size of Pipe (in):

Vertical Clearance (ft):

o000

Landscape

Distance from Centerline (ft):
Distance from ROW line (ft):

Part 4. Description of Work

Describe the nature of work to be performed:

Start Date: Estimated Completion Date:
A plan of proposed work and applicable traffic control plans must be attached.

Special Provisions:

Part 5. Inspection

Backfill Inspection Required: [] Yes [] No Pipe Inspection Required: [ ] Yes [ ] No  Final Inspection: [] Yes [] No

Part 6. Certification

Part 7. Permit Issue (For Official Use)

| certify that | am the authorized utility company representative and request
permission to construct the above facilities within the City's right of way in
accordance with the general provisions accompanying this form. The special provisions

and plans are made a part of this permit.

Subject to all terms, conditions and provisions
shown on this form or attachments, permission is
hereby granted to the above-named applicant

to perform the work as described above.

Signature Date

Approved by Date

February 2011
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11.

12.

13.

14.

15.

16.

17.

18.

19.

City of New Plymouth

B APPLICATION AND PERMIT TO USE PUBLIC RIGHT-OF-WAY
UTILITIES AND ENCROACHMENTS

GENERAL PROVISIONS

A deposit in an amount to be determined by the City shall accompany this application. If proper construction or repair is made and accepted within
ten (10) days, the deposit will be refunded. If proper construction or repair is not completed within ten (10) days, the City may make repairs and
assess the deposit. An additional $25 non-refundable administrative fee may be assessed. For other permits, see fee schedule.

All utilities must be installed under any culverts they cross.

During the progress of the work, such barricades, signs and other traffic control devices shall be erected and maintained by the permittee, as may
be deemed necessary by the City. Said devices shall conform to the current issue of the Manual on Uniform Traffic Control Devices. Parked
equipment and stored materials shall be as far from the traveled way as feasible. Items stored within 30 feet of the traveled way shall be marked
and protected.

In accepting this permit, the permittee, its successors and assigns, agrees to hold the City harmless from any liability caused by the use of the
right-of-way or the installation, construction, maintenance or operation of the utilities.

No revisions or additions shall be made to an approach or its appurtenances on the public right-of-way without the written permission of the City.

If the work done under this permit interferes in any way with the drainage of the roadway, the permittee shall wholly and at his own expense make
such provision as the City may direct to take care of said drainage problem.

Upon completion of said work herein contemplated, all rubbish and debris shall be immediately removed and the roadway and roadside shall be
left neat and presentable and to the satisfaction of the City.

All of the work herein contemplated shall be done to conform to current government and industry standards under the review and to the
satisfaction of the City and the entire expense of said review shall be borne by the permittee.

The City hereby reserves the right to order the change of location or the removal of any structure(s) or facility(ies) authorized by this permit. Said
change or removal to be made at the sole expense of the permittee, or its successors or assigns.

All such changes, reconstruction or relocation by the permittee shall be done in such a manner as will cause the least interference with any of the
City work.

This permit shall not be deemed or held to be an exclusive one and shall not prohibit the City from granting other permits or franchise rights or like
or other nature to other public or private utilities, nor shall it prevent the City from using any of its public right-of-ways, or public places, or affect its
right to full supervision and control over all or any part of them, none of which is hereby surrendered.

The City may revoke, amend, amplify or terminate this permit or any of the conditions herein enumerated if permittee fails to comply with any or all
of its provisions, requirements or regulations as herein set forth or through willful or unreasonable neglect, fails to heed or comply with notices
given, or if the utility herein granted is not installed, operated or maintained in conformity.

The permittee shall maintain at its sole expense the structure or subject for which this permit is granted.

Adequate drawings or sketches shall be included showing the existing and/or proposed location of the utility with respect to the existing and/or
planned location of the highway improvement, the traveled way, the public right-of-way lines and approved access points.

If trench or pavements settlement should occur within two years from the date of installation, repairs shall be made by the permittee as directed by
the City at no cost to the City. If the permittee fails to make the necessary repairs the City will make the repairs and bill the permittee. No new
permits shall be issued to the permittee until such claim has been settled.

No work shall be started until an authorized representative of the City has given written notice to the permittee to proceed. Permittee shall notify
the City to schedule a time for road closure and opening. If the work will prevent emergency traffic from traveling through, local law enforcement
office must be notified.

A bond in an amount to be determined by the City is required for the protection of the City as set forth in the terms of the bond.

Any replacement of, addition to, or change in the facility granted by the permit shall require a new permit prior to the initiation of such work.

The permittee shall call utility locator 72 hours prior to excavation.
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City of New Plymouth

” APPLICATION AND PERMIT TO USE PUBLIC RIGHT-OF-WAY

APPROACHES

Part 1. Applicant Information

NOTICE:

Company Name Applicant - Print or Type

Address Phone Number

This permit shall not be valid for excavation
until, or unless, the provisions of Idaho Code

Title 55, Chapter 22 have been complied with.

Digline Phone No: 811 or 1(800) 342-1585

City, State, Zip

Official Use Only

Permit No:

Part 2. Street Information Permit Fee:

Surface Type O Dirt O Gravel U Asphalt Q $20

Street Name: Q $50 for over 150 SF

Location: Date:
Note: Permit expires in ninety (90) days from
date of issue.

Part 3. Type of Approach Activity

[] Single Residence Driveway Width:

] Multiple Residence Driveway
Number Served:

[] Business Type:
] Agriculture
] Other Explain:

Surface Type:

Estimated ADT:
Size of Pipe (in):

Angle of Crossing:

Distance from Centerline (ft):

Distance from ROW line (ft):

Note: Approach must meet the requirements of LHTAC Standard Approach Policy and § 49-221, Idaho Code

Part 4. Description of Work

Describe the nature of work to be performed:

Start Date: Estimated Completion Date:
A plan of proposed work and applicable traffic control plans must be attached.

Special Provisions:

Part 5. Inspection

Backfill Inspection Required: [ ] Yes [ ] No

Pipe Inspection Required: [] Yes [] No

Final Inspection: [ ] Yes [] No

Part 6. Certification

Part 7. Permit Issue (For Official Use)

| certify that | am the authorized utility company representative and request
permission to construct the above facilities within the City's right of way in
accordance with the general provisions accompanying this form. The special provisions

and plans are made a part of this permit.

Subject to all terms, conditions and provisions
shown on this form or attachments, permission is
hereby granted to the above-named applicant

to perform the work as described above.

Signature Date

Approved by Date

February 2011
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11.

12.

13.

14.

15.

16.

City of New Plymouth

APPLICATION AND PERMIT TO USE PUBLIC RIGHT-OF-WAY
APPROACHES

GENERAL PROVISIONS

A deposit in an amount to be determined by the City shall accompany this application. If proper construction or repair is made and accepted within
ninety (90) days, the deposit will be refunded. If proper construction or repair is not completed within ninety (90) days, the City may make repairs
and assess the deposit. An additional $25 non-refundable administrative fee may be assessed. For other permits, see fee schedule.

The City may change, amend or terminate this permit or any of the conditions herein enumerated if permittee fails to comply with its provisions or
requirements as set forth herein.

Approaches shall be for the bonafide purpose of securing access and not for the purpose of parking, conducting business, or servicing vehicles on
the public right-of-way.

No revisions or additions shall be made to an approach or its appurtenances on the public right-of-way without the written permission of the City.

The permittee shall furnish all material, labor, and equipment involved in the construction of the approach and its appurtenances. This shall
include furnishing approved drainage pipe of a size specified on permit (12 inch minimum), curb and gutter, concrete sidewalk, etc., where
required. Materials and workmanship shall be good quality and are subject to inspection and approval by the City.

The City reserves the right to require the permittee, its successors or assigns, at any time, to make such changes, additions, repairs and
relocations to any approach or its appurtenances within the public right-of-way as may be necessary to permit the relocation, reconstruction,
widening, drainage and maintenance of the roadway and/or to provide proper protection to life and property on or adjacent to the roadway.

Approaches shall conform to the plans made a part of this permit. Adequate drawings or sketches shall be included showing the design, materials,
construction requirements and proposed location of the approach. All approaches shall be in accordance with Exhibits 9 and 13 of the Manual for
Use of Public Right of Way - Standard Approach Policy.

During the construction of the approach(es), such barricades, signs and other traffic control devices shall be erected and maintained by the
permittee, as may be deemed necessary by the City. Said devices shall conform to the current issue of the Manual on Uniform Traffic Control
Devices. Parked equipment and stored materials shall be as far from the traveled way as feasible. Items stored within 30 feet of the traveled way
shall be marked and protected. The City may provide barricades (when available) upon request.

In accepting this permit, the permitter, its successors and assigns, agrees to hold the City harmless from any liability caused by the installation,
construction, maintenance or operation of the approach(es).

If the work done under this permit interferes in any way with the drainage of the roadway, the permittee shall wholly and at his own expense make
such provision as the City may direct to take care of said drainage problem.

Upon completion of said work herein contemplated, all rubbish and debris shall be immediately removed and the roadway and roadside shall
be left neat and presentable and to the satisfaction of the City.

The permitter shall maintain at his, or their, sole expense the structure or object for which this permit is granted in a condition satisfactory to the
City.

Neither the acceptance of this permit nor anything herein contained shall be construed as a waiver by the permitter of any rights given it by the
constitutions or laws of the state of Idaho or of the United States.

No work shall be started until an authorized representative of the City has given written notice to the permittee to proceed, except in the case
of an emergency when verbal authorization may be given with a written permit and fee required within five (5) working days.

The permittee shall call utility locator 72 hours prior to excavation.

This permit shall be void unless the work herein contemplated shall have been completed before
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Level of Service

The level of service (LOS) characterizes the operating conditions on a facility in terms of
traffic performance measures related to speed and travel time, freedom to maneuver,
traffic interruptions, and comfort and convenience. Level of Service is a description of
different operating conditions, which occur on a roadway or at an intersection when
accommaodating various traffic volumes. The levels of service range from ‘A’ (least
congested) to ‘F’ (most congested). The following table shows the general definitions of
levels of service applicable to two lane rural highways.

Level of Service Criteria for Two-Lane Highways

Level of General Operating Conditions
Service
A Describes completely free-flow conditions. The operation of vehicles is

virtually unaffected by the presence of other vehicles, and operations are
constrained only by the geometric features of the highway and by driver
preferences. Maneuverability within the traffic stream is good. Minor
disruptions to flow are easily absorbed without a change in travel speed.

B Describes free-flow conditions, although the presence of other vehicles
becomes noticeable. Average travel speeds are the same as in LOS ‘A’,
but drivers have slightly less freedom to maneuver. In simple words, it can
be defined as “reasonably free flow traffic”.

C The influence of traffic density on operations becomes marked. The ability
to maneuver within the traffic stream is clearly affected by other vehicles.
Minor disruptions in traffic stream can cause serious local deterioration in
service, and queues will form behind any significant traffic disruption. LOS
‘C’ can be defined as a “stable flow condition”.

D The ability to maneuver is severely restricted due to traffic congestion.
Average travel speed reduces by the increasing volume. Only minor
disruptions can be absorbed without extensive queues forming and the
service deteriorating. LOS ‘D” can be defined as “approaching unstable
flow conditions”.

E The traffic operation is at or near capacity, an unstable flow condition, in
this LOS. Vehicles will operate with the minimum spacing for maintaining
uniform flow. Disruptions cannot be dissipated readily, often causing
gueues to form and service to deteriorate further. The traffic flow in this
LOS can be defined as “unstable flow condition”.

F This LOS represent forced or breakdown flow conditions. This type of
traffic occurs when the forecast demand exceeds the computed capacity of
a planned facility.

(Source: Highway Capacity Manual 2000)

Unsignalized Intersections

Two-way Stop Controlled (TWSC) and All Way Stop Controlled (AWSC) intersections
are two types of unsignalized intersections. The 2000 Highway Capacity Manual and
HCS provide methodologies and models to estimate control delays at unsignalized
intersections. A qualitative description of different service levels related to an
unsignalized intersection is presented in the following table below.

&Holladay Engineering Company



Level of
Service

Average Delay per Vehicle on Minor Street

A

Almost all drives find freedom of operation through intersection.
Gaps are available on major streets for minor streets vehicles.
More than 1 vehicle in queue on minor streets found very rarely.

Some drivers may feel inconvenience because of slight delay
More than 1 vehicle in queue on minor streets maybe found
occasionally

Most drivers may feel restricted in traffic, but may not have severe
inconvenience.

More than 1 vehicle in queue on minor streets maybe found frequently.
Gaps in major street traffic may not be available frequently.

Drives on minor streets feel restricted and may experience
inconvenience.
Mostly more than 1 vehicle in queue on minor streets maybe found.

Drivers find delays inconvenient and intolerable.

Queue lengths maybe longer than 3 vehicles most of the time.

The demand will be close to or equal to the capacity of a movement at
an intersection.

Gaps in major street traffic are not available for minor street drivers and
result in aggressive driving with forced traffic flow.

The demand in this case will be more than the capacity of a movement
and represents failure of an intersection.

Based on the qualitative and quantitative measures, LOS ‘E’ is generally considered as
a minimum design LOS for unsignalized intersections.

&Holladay Engineering Company




Appendix M

Standard Drawings
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See Typical Sections
SD—1 Or SD-2
| For Detail

h
Culvert—/ :|

|

Il

|

Road Width

OPTION A

Circular Turn—Around

Slope 6% Or Less

©
N
. R=30'
Culvert ( See Typical Sections
SD—1 Or SD-2
L For Detail

i
Road Width _
OPTION B

Tee Turn—Around

CITY OF NEW PLYMOUTH
CITY STANDARDS

CUL-DE-SAC AND
TURN—AROUND DETAILS

Sh-3




10’ Min.
Varies  Varies, Radius |

¢ City Street

—

Shoulder

3’ Min. Past

Toe Each Side

Edge Of Pavement

I\
\15”¢

<

Min. CMP, 16 ga. Min.

W

1.

Travel Lane

217 Min.

Notes:

Realign The Existing Borrow To Conform To
Culvert Placement As Required.

Drainage Off Of Driveway Shall Not Enter
Onto City Street.

When Using Street Section With Borrow Ditch,
All Driveways Shall Have Culverts Installed,
Unless City Grants Permission Otherwise.

Borrow Ditches Shall Be Constructed A Min.
Of 18" Deep Below Center Line.

Grades In Excess Of 3% Should Be Avoided On
All Approaches In The Vicinity Of An Intersection.

100 — 15’

10% Max.
Slope_\

BN

-~ Driveway

\

12” Min
Cover

SECTION A-A
(Not To Scale)

~
~

2% Max. Slope For 20’
3% Max. Slope For 10°-15’

CITY OF NEW PLYMOUTH
CITY STANDARDS

DRIVEWAY CULVERT DETAIL SD—-4




Minor Street

A
Travel Lane (&)

Major Street

Travel Lane

Obstruction

Line Of Sight

Clear Sight <"
Triangle

(A)

\~Point Of Decision

Stopping Sight Distances

MPH (A) FT.
25 70
35 165
45 220
55 285

CITY OF NEW PLYMOUTH
CITY STANDARDS

APPROACH SIGHT TRIANGLE
UNCONTROLLED INTERSECTION

FOR MAJOR AND MINOR ROADS

SD-5




Minor Street

Major Street
(B)

(B)

Travel Lane

//b/‘

0\]\

No Parking Zone (Typ.) ‘

Clear SightJ
Triangle

Travel Lane

e

Stopping Sight Distances

\Point Of Decision

. LEFT TURN [ RIGHT TURN | THROUGH

(B) FT. (B) FT. (B) FT.
25 280 240 240
35 390 335 335
45 500 430 430
55 610 530 530

CITY OF NEW PLYMOUTH
CITY STANDARDS

DEPARTURE SIGHT TRIANGLE FOR
TWO—WAY STOP CONTROL INTERSECTION:

PASSENGER CARS

SD-6




Luminaire
* Part #DSCR25

Color: Smooth Black
Lamp: 150 Watt HPS

* Part #s Listed Are
From Sun Valley Lighting

A Arm
/* Part #XBS—1
/(1) GFl Receptacle

5” Dia. Shaft
Smooth & Straight
* Part #1050

14” Dia.
20" Tall Base
* Part #2500

——

Concrete

Junction Box

2»

PEDESTRIAN LIGHTING

1 " PVC Conduit
PVC Conduit

DETAIL

N.T.S.

Curb And
Gutter\\ RREICECF L ‘]\ -

bl J\Z N

10’ Sidewolkﬁl‘

PLAN VIEW

N.T.S.

/—Bcck of

Sidewalk

Refer To ISPWC SD—-1116

] /For Foundation Details,

L

Reinforced Precast Concrete Junction Box

Size B w/ 0.2” Diamond Plate Steel Lid

w/ Locking Device.

Or Equivalent

Idaho Precast, Type S20T

CITY OF NEW PLYMOUTH
CITY STANDARDS

HISTORICAL ZONE
STREET LIGHTING STANDARDS

Shb-7




Sun

XAV—2-180 /
G.G.l. Dual Receptical

w/ Wet Location Cover

Valley Lighting Shafts Series 7040
4”—5" Fluted To Straight
Aluminum Shafts 7040

Black Smooth Finish

Sun Valley Lighting Base
Series 4400

Sun Valley Lighting Luminaries

K
1 ,—6”
I
©=
14
o

Junction Box

For Foundation Details

Refer To ISPWC Standard Drawing SD—1116

NOTE:

2" PVC Conduit

1/2" — 2" PVC
Conduit

ORIENT FIXTURES AS SHOWN IN DETAILS

14' TALL DECORATIVE LIGHT AND POLE

NOT TO SCALE

LCGS—CP—PG—Ill-HR—DF /XAV—2-180/BKS

CITY OF NEW PLYMOUTH
CITY STANDARDS

COMMERCIAL DISTRICT ZONE
STREET LIGHTING STANDARDS

SD-7A




SHARED RESIDENTIAL ACCESS

T

AVOID:

Multiple Lots With Individual Access
Connection To The Adjacent Streets.

ENCOURAGE:

Internal Collector Type Facilities To
Reduce Conflicts On Adjacent Streets.

CITY OF NEW PLYMOUTH CONSOLIDATE /LIMIT
CITY STANDARDS DRIVEWAYS PER PARCEL

SD-8




" Road
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0.75

020
| | | | | | 075
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1.0 30 1 o9 | 10 | 10 | oss

0.21
0.75

0.22
078

pooy Ajunod

0.23
0.75

0.24 0.25
0.65

0.65

WHAT TO AVOID

CITY OF NEW PLYMOUTH

CITY STANDARDS LOT WIDTH TO DEPTH RATIOS

SD-9




| | /
TR

2—Way Reverse Frontage Road

[ [ \ L >
[ [ \
]

- —
B B N “State Hi:ghwcy B N B B B
ENCOURAGE
CITY OF NEW PLYMOUTH REVERSE FRONTAGE ROAD SD—10

CITY STANDARDS




ARTERIAL

PREFFERED

SD—-11

AVOID

DISCOURAGE FLAG LOTS

CITY OF NEW PLYMOUTH
CITY STANDARDS




Existing
House

Abandon Existing
Right—Of—Way

- - - Collector /Arterial /Highway - -

CITY OF NEW PLYMOUTH

CITY STANDARDS ACCESS STANDARD SD-12
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Pavement Asset Management Report




City of New Plymouth Road Asset Management System

Road Segment Detail

SEG. ID: NP002 Inspection Date: 07/2010 Segment Length:  817.48
Road Name: COLTON ST Road Ratings ROW Width:  50.00
Road Type: 6 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 58,858.39
ITD Segcode: Shoulder: 20.00 ROW Value: $2,043.69
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $30,410.17
Speed Limit: 15 Maintenance: Total Value:  $91,312.25
SEG. ID: NP004 Inspection Date: 07/2010 Segment Length:  145.25
Road Name: PINE ST Road Ratings ROW Width:  50.00
Road Type: 6 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $10,458.34
ITD Segcode: Shoulder: 20.00 ROW Value: $363.14
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $5,403.48
Speed Limit: 15 Maintenance: Total Value:  $ 16,224.95
SEG. ID: NP005 Inspection Date: 07/2010 Segment Length:  342.56
Road Name: CHERRY ST Road Ratings ROW Width:  56.00
Road Type: 4 Cracking: 5.00 Paved Width: ~ 37.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 25,349.42
ITD Segcode: Shoulder: 20.00 ROW Value: $959.17
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $7,947.38
Speed Limit: 15 Maintenance: CHIP SEAL Total Value:  $ 34,255.97
SEG. ID: NP006 Inspection Date: 07/2010 Segment Length:  150.41
Road Name: WALNUT ST Road Ratings ROW Width: ~ 50.00
Road Type: 6 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $10,829.87
ITD Segcode: Shoulder: 20.00 ROW Value: $ 376.04
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $5,595.43
Speed Limit: 15 Maintenance: Total Value:  $ 16,801.33
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City of New Plymouth Road Asset Management System

Road Segment Detail

SEG. ID: NP008 Inspection Date: 07/2010 Segment Length:  325.06
Road Name: WALNUT ST Road Ratings ROW Width:  50.00
Road Type: 6 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $23,404.46
ITD Segcode: Shoulder: 20.00 ROW Value: $812.65
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $12,092.30
Speed Limit: 15 Maintenance: Total Value:  $ 36,309.41
SEG. ID: NP009 Inspection Date: 07/2010 Segment Length:  342.34
Road Name: E IDAHO ST Road Ratings ROW Width: ~ 55.00
Road Type: 3 Cracking: 5.00 Paved Width:  17.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $11,639.50
ITD Segcode: 9314 Shoulder: 10.00 ROW Value: $941.43
#of Lanes: 2 Segment Rating:  45.00 CGS Value: $3971.12
Speed Limit: 20 Maintenance: Total Value:  $ 16,552.06
SEG. ID: NP010 Inspection Date: 07/2010 Segment Length:  89.06
Road Name: CHERRY ST Road Ratings ROW Width:  56.00
Road Type: 4 Cracking: 5.00 Paved Width: ~ 37.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $6,590.42
ITD Segcode: Shoulder: 20.00 ROW Value: $249.37
#of Lanes: 2 Segment Rating:  70.00 CGS Value:  $2,066.19
Speed Limit: 15 Maintenance: CHIP SEAL Total Value:  $ 8,905.98
SEG. ID: NP012 Inspection Date: 07/2010 Segment Length:  428.81
Road Name: PINE ST Road Ratings ROW Width: ~ 50.00
Road Type: 6 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $30,874.48
ITD Segcode: Shoulder: 20.00 ROW Value: $1,072.03
#of Lanes: 2 Segment Rating:  100.00 CGS Value: $15,951.81
Speed Limit: 15 Maintenance: Total Value:  $ 47,898.32
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City of New Plymouth Road Asset Management System

Road Segment Detail

SEG. ID: NP013 Inspection Date: 07/2010 Segment Length:  126.46
Road Name: OAK AVE Road Ratings ROW Width:  50.00
Road Type: 10 Cracking: 5.00 Paved Width:  36.00
Surface: CHIP AND OIL Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $9,104.92
ITD Segcode: Shoulder: 20.00 ROW Value: $316.14
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $3,819.01
Speed Limit: 15 Maintenance: Total Value:  $ 13,240.07
SEG. ID: NP014 Inspection Date: 07/2010 Segment Length:  104.57
Road Name: WALNUT ST Road Ratings ROW Width:  50.00
Road Type: 6 Cracking: 5.00 Paved Width:  36.00
Surface: CHIP AND OIL Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $7,529.14
ITD Segcode: Shoulder: 20.00 ROW Value: $261.43
#of Lanes: 2 Segment Rating:  75.00 CGS Value:  $3,890.05
Speed Limit: 15 Maintenance: Total Value:  $ 11,680.62
SEG. ID: NP015 Inspection Date: 07/2010 Segment Length:  256.64
Road Name: POPLAR AVE Road Ratings ROW Width:  56.00
Road Type: 4 Cracking: 15.00 Paved Width: ~ 20.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 10,265.66
ITD Segcode: Shoulder: 20.00 ROW Value: $718.60
#of Lanes: 2 Segment Rating:  90.00 CGS Value:  $5,954.08
Speed Limit: 15 Maintenance: CHIP SEAL Total Value:  $ 16,938.34
SEG. ID: NP016 Inspection Date: 07/2010 Segment Length:  401.25
Road Name: WALNUT ST Road Ratings ROW Width: ~ 50.00
Road Type: 6 Cracking: 5.00 Paved Width:  36.00
Surface: CHIP AND OIL Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $28,890.11
ITD Segcode: Shoulder: 20.00 ROW Value: $ 1,003.13
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $ 14,926.56
Speed Limit: 15 Maintenance: Total Value:  $ 44,819.79
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City of New Plymouth Road Asset Management System

Road Segment Detail

SEG. ID: NP018 Inspection Date: 07/2010 Segment Length:  119.89
Road Name: HOLLY AVE EXTENSION Road Ratings ROW Width: ~ 60.00
Road Type: 5 Cracking: 5.00 Paved Width: ~ 30.00
Surface: ASPHALT Disintegration: 15.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $7,193.14
ITD Segcode: 7230 Shoulder: 10.00 ROW Value: $ 359.66
#of Lanes: 2 Segment Rating:  65.00 CGS Value:  $2,229.87
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $9,782.67
SEG. ID: NP019 Inspection Date: 07/2010 Segment Length:  244.78
Road Name: E IDAHO ST Road Ratings ROW Width:  50.00
Road Type: 2 Cracking: 0.00 Paved Width:  17.00
Surface: ASPHALT Disintegration; 0.00 Road Classification: LOCAL
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $8,322.38
ITD Segcode: 9314 Shoulder: 0.00 ROW Value: $611.94
#of Lanes: 2 Segment Rating:  10.00 CGS Value: $0.00
Speed Limit: 20 Maintenance: Total Value:  $8,934.32
SEG. ID: NP020 Inspection Date: 07/2010 Segment Length:  88.34
Road Name: HOLLY AVE EXTENSION Road Ratings ROW Width:  60.00
Road Type: 5 Cracking: 5.00 Paved Width: ~ 30.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $5,300.14
ITD Segcode: 7230 Shoulder: 10.00 ROW Value: $ 265.01
#of Lanes: 2 Segment Rating:  65.00 CGS Value: $1,643.04
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $7,208.19
SEG. ID: NP021 Inspection Date: 07/2010 Segment Length:  167.42
Road Name: HOLLY AVE EXTENSION Road Ratings ROW Width: ~ 55.00
Road Type: 5 Cracking: 10.00 Paved Width: ~ 30.00
Surface: ASPHALT Disintegration: 15.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $10,045.14
ITD Segcode: 7230 Shoulder: 10.00 ROW Value: $ 460.40
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $3,113.99
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 13,619.53
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City of New Plymouth Road Asset Management System

Road Segment Detail

SEG. ID: NP022 Inspection Date: 07/2010 Segment Length:  124.99
Road Name: HOLLY AVE EXTENSION Road Ratings ROW Width: ~ 55.00
Road Type: 5 Cracking: 10.00 Paved Width: ~ 30.00
Surface: ASPHALT Disintegration: 15.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $7,499.62
ITD Segcode: 7230 Shoulder: 10.00 ROW Value: $343.73
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $2,324.88
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 10,168.24
SEG. ID: NP023 Inspection Date: 07/2010 Segment Length:  466.47
Road Name: E IDAHO ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 0.00 Paved Width:  17.00
Surface: ASPHALT Disintegration; 0.00 Road Classification: LOCAL
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $ 15,859.95
ITD Segcode: 9314 Shoulder: 0.00 ROW Value: $1,399.41
#of Lanes: 2 Segment Rating:  10.00 CGS Value: $0.00
Speed Limit: 20 Maintenance: Total Value:  $ 17,259.36
SEG. ID: NP024 Inspection Date: 07/2010 Segment Length:  604.51
Road Name: EAST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $ 31,434.77
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $1,813.54
#of Lanes: 2 Segment Rating:  65.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 33,248.32
SEG. ID: NP025 Inspection Date: 07/2010 Segment Length:  411.68
Road Name: HOLLY AVE EXTENSION Road Ratings ROW Width: ~ 50.00
Road Type: 2 Cracking: 10.00 Paved Width: ~ 19.00
Surface: ASPHALT Disintegration: 10.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $15,643.83
ITD Segcode: 7230 Shoulder: 0.00 ROW Value: $1,029.20
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 16,673.03
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SEG. ID: NP026 Inspection Date: 07/2010 Segment Length:  282.84
Road Name: E CANAL ST Road Ratings ROW Width:  60.00
Road Type: 3 Cracking: 15.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $19,798.71
ITD Segcode: Shoulder: 10.00 ROW Value: $ 848.52
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $3,280.93
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 23,928.15
SEG. ID: NP027 Inspection Date: 07/2010 Segment Length:  454.89
Road Name: PILGRIM PARK DR Road Ratings ROW Width:  50.00
Road Type: 4 Cracking: 5.00 Paved Width:  39.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $35,481.17
ITD Segcode: Shoulder: 20.00 ROW Value: $1,137.22
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $10,553.37
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $47,171.76
SEG. ID: NP028 Inspection Date: 07/2010 Segment Length:  726.55
Road Name: E IDAHO ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 5.00 Paved Width: ~ 19.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 0.00 Paved Value: $ 27,608.96
ITD Segcode: 9314 Shoulder: 0.00 ROW Value: $2,179.65
#of Lanes: 2 Segment Rating:  25.00 CGS Value: $0.00
Speed Limit: 20 Maintenance: Total Value:  $29,788.61
SEG. ID: NP029 Inspection Date: 07/2010 Segment Length:  394.17
Road Name: HOLLY AVE Road Ratings ROW Width: ~ 30.00
Road Type: 2 Cracking: 20.00 Paved Width: ~ 19.00
Surface: ASPHALT Disintegration: 15.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $14,978.54
ITD Segcode: 7230 Shoulder: 0.00 ROW Value: $591.26
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 15,569.80
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SEG. ID: NP030 Inspection Date: 07/2010 Segment Length:  479.62
Road Name: EAST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $24,940.16
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $ 1,438.86
#of Lanes: 2 Segment Rating:  65.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 26,379.02
SEG. ID: NP031 Inspection Date: 07/2010 Segment Length:  159.00
Road Name: HOLLY AVE Road Ratings ROW Width:  50.00
Road Type: 2 Cracking: 10.00 Paved Width: ~ 20.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $6,359.96
ITD Segcode: 397 Shoulder: 0.00 ROW Value: $397.50
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 6,757.46
SEG. ID: NP033 Inspection Date: 07/2010 Segment Length:  40.05
Road Name: E CANAL ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $1,762.30
ITD Segcode: Shoulder: 0.00 ROW Value: $120.16
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $1,882.46
SEG. ID: NP034 Inspection Date: 07/2010 Segment Length:  220.27
Road Name: E CANAL ST Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $9,692.03
ITD Segcode: Shoulder: 0.00 ROW Value: $ 660.82
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 10,352.85
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SEG. ID: NP036 Inspection Date: 07/2010 Segment Length:  140.39
Road Name: E ASH ST Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 20.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $9,827.01
ITD Segcode: Shoulder: 10.00 ROW Value: $561.54
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $1,628.48
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $12,017.02
SEG. ID: NP037 Inspection Date: 07/2010 Segment Length:  108.06
Road Name: E ASH ST Road Ratings ROW Width: ~ 80.00
Road Type: 3 Cracking: 20.00 Paved Width:  35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $7,564.47
ITD Segcode: Shoulder: 10.00 ROW Value: $432.26
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $1,253.54
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $9,250.26
SEG. ID: NP038 Inspection Date: 07/2010 Segment Length:  200.78
Road Name: HOLLY AVE Road Ratings ROW Width:  50.00
Road Type: 2 Cracking: 20.00 Paved Width:  27.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $11,042.87
ITD Segcode: 397 Shoulder: 0.00 ROW Value:  $501.95
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value: $11,544.82
SEG. ID: NP039 Inspection Date: 07/2010 Segment Length:  132.60
Road Name: E ASH ST Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 20.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $9,282.13
ITD Segcode: Shoulder: 10.00 ROW Value: $530.41
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $1,538.18
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 11,350.72
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SEG. ID: NP040 Inspection Date: 07/2010 Segment Length:  198.19
Road Name: E ASH ST Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 20.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,873.45
ITD Segcode: Shoulder: 10.00 ROW Value: $792.77
#of Lanes: 2 Segment Rating:  90.00 CGS Value:  $2,299.03
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 16,965.25
SEG. ID: NP041 Inspection Date: 07/2010 Segment Length:  479.70
Road Name: EAST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $24,944.61
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $1,439.11
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 26,383.72
SEG. ID: NP042 Inspection Date: 07/2010 Segment Length:  95.12
Road Name: E PARK AVE Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 20.00 Paved Width: ~ 30.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $5,707.34
ITD Segcode: Shoulder: 10.00 ROW Value: $ 380.49
# of Lanes: 2 Segment Rating:  90.00 CGSValue: $1,103.42
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $7,191.25
SEG. ID: NP043 Inspection Date: 07/2010 Segment Length:  121.55
Road Name: HOLLY AVE Road Ratings ROW Width: ~ 50.00
Road Type: 2 Cracking: 20.00 Paved Width:  27.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $6,685.29
ITD Segcode: 397 Shoulder: 0.00 ROW Value: $ 303.88
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $6,989.17
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SEG. ID: NP044 Inspection Date: 07/2010 Segment Length:  140.60
Road Name: E MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 20.00 Paved Width:  29.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $8,295.16
ITD Segcode: Shoulder: 0.00 ROW Value: $562.38
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 8,857.54
SEG. ID: NPO045 Inspection Date: 07/2010 Segment Length:  479.64
Road Name: EAST BLVD - INSIDE Road Ratings ROW Width:  60.00
Road Type: 7 Cracking: 20.00 Paved Width:  17.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $16,307.78
ITD Segcode: Shoulder: 0.00 ROW Value: $1,438.92
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $3,357.48
Speed Limit: 25 Maintenance: Total Value:  $21,104.19
SEG. ID: NP046 Inspection Date: 07/2010 Segment Length:  614.42
Road Name: E IDAHO ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 15.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $27,034.38
ITD Segcode: Shoulder: 0.00 ROW Value: $1,843.25
#of Lanes: 2 Segment Rating:  50.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 28,877.63
SEG. ID: NP047 Inspection Date: 07/2010 Segment Length:  241.02
Road Name: E MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 20.00 Paved Width:  29.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $14,220.45
ITD Segcode: Shoulder: 0.00 ROW Value:  $964.10
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 15,184.55
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SEG. ID: NP048 Inspection Date: 07/2010 Segment Length: ~ 385.27
Road Name: E PARK AVE Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 20.00 Paved Width: ~ 30.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $23,115.92
ITD Segcode: Shoulder: 0.00 ROW Value: $ 1,541.06
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 24,656.98
SEG. ID: NP049 Inspection Date: 07/2010 Segment Length:  198.60
Road Name: E IDAHO ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 15.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $8,738.32
ITD Segcode: Shoulder: 0.00 ROW Value:  $595.79
#of Lanes: 2 Segment Rating:  50.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $9,334.12
SEG. ID: NP050 Inspection Date: 07/2010 Segment Length:  192.69
Road Name: E ASH ST Road Ratings ROW Width:  80.00
Road Type: 4 Cracking: 15.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 13,488.02
ITD Segcode: Shoulder: 20.00 ROW Value: $770.74
# of Lanes: 2 Segment Rating:  95.00 CGS Value: $4,470.31
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 18,729.07
SEG. ID: NP051 Inspection Date: 07/2010 Segment Length:  137.07
Road Name: W CANAL ST Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $9,869.12
ITD Segcode: Shoulder: 0.00 ROW Value: $411.21
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $10,280.34
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SEG. ID: NP052 Inspection Date: 07/2010 Segment Length:  248.72
Road Name: ADA ROAD Road Ratings ROW Width:  60.00
Road Type: 5 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $17,908.12
ITD Segcode: 9316 Shoulder: 10.00 ROW Value: $746.17
#of Lanes: 2 Segment Rating:  85.00 CGS Value:  $4,626.27
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 23,280.56
SEG. ID: NPO054 Inspection Date: 07/2010 Segment Length:  189.64
Road Name: E ASH ST Road Ratings ROW Width: ~ 80.00
Road Type: 2 Cracking: 15.00 Paved Width:  35.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,275.14
ITD Segcode: Shoulder: 0.00 ROW Value: $ 758.58
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 14,033.72
SEG. ID: NP055 Inspection Date: 07/2010 Segment Length:  85.10
Road Name: W CANAL ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $6,127.11
ITD Segcode: Shoulder: 0.00 ROW Value: $ 255.30
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 6,382.40
SEG. ID: NP056 Inspection Date: 07/2010 Segment Length: ~ 200.85
Road Name: E MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 20.00 Paved Width:  29.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $11,850.24
ITD Segcode: Shoulder: 0.00 ROW Value: $803.41
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 12,653.64
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SEG. ID: NP057 Inspection Date: 07/2010 Segment Length:  868.06
Road Name: S EAST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  17.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $29,514.01
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $2,604.18
#of Lanes: 2 Segment Rating:  65.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $32,118.18
SEG. ID: NP058 Inspection Date: 07/2010 Segment Length:  104.44
Road Name: HOLLY AVE Road Ratings ROW Width: ~ 80.00
Road Type: 2 Cracking: 20.00 Paved Width:  27.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $5,744.36
ITD Segcode: 397 Shoulder: 0.00 ROW Value: $417.77
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $6,162.13
SEG. ID: NP059 Inspection Date: 07/2010 Segment Length:  103.17
Road Name: E PARK AVE Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 20.00 Paved Width: ~ 33.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $6,809.20
ITD Segcode: Shoulder: 10.00 ROW Value: $412.68
# of Lanes: 2 Segment Rating:  80.00 CGSValue: $1,196.77
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $8,418.65
SEG. ID: NP060 Inspection Date: 07/2010 Segment Length:  478.87
Road Name: INDUSTRIAL WAY Road Ratings ROW Width: ~ 60.00
Road Type: 10 Cracking: 20.00 Paved Width:  46.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $44,056.14
ITD Segcode: Shoulder: 20.00 ROW Value: $ 1,436.61
#of Lanes: 2 Segment Rating:  100.00 CGS Value: $14,461.91
Speed Limit: 25 Maintenance: Total Value:  $59,954.67
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SEG. ID: NP061 Inspection Date: 07/2010 Segment Length:  291.67
Road Name: W CANAL ST Road Ratings ROW Width:  60.00
Road Type: 3 Cracking: 15.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $21,000.56
ITD Segcode: Shoulder: 10.00 ROW Value: $ 875.02
#of Lanes: 2 Segment Rating:  65.00 CGS Value:  $3,383.42
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 25,259.00
SEG. ID: NP062 Inspection Date: 07/2010 Segment Length:  140.81
Road Name: EELM ST Road Ratings ROW Width: ~ 80.00
Road Type: 5 Cracking: 5.00 Paved Width:  41.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $11,546.44
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $563.24
#of Lanes: 2 Segment Rating:  60.00 CGS Value:  $2,619.07
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 14,728.75
SEG. ID: NP063 Inspection Date: 07/2010 Segment Length:  190.39
Road Name: E MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 20.00 Paved Width:  29.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $11,233.29
ITD Segcode: Shoulder: 10.00 ROW Value: $761.58
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $2,208.58
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 14,203.45
SEG. ID: NP064 Inspection Date: 07/2010 Segment Length:  189.64
Road Name: E ASH ST Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 15.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,275.01
ITD Segcode: Shoulder: 0.00 ROW Value: $ 758.57
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 14,033.58
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SEG. ID: NP065 Inspection Date: 07/2010 Segment Length:  519.44
Road Name: S EAST BLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 7 Cracking: 10.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $27,010.73
ITD Segcode: Shoulder: 0.00 ROW Value: $ 1,558.31
#of Lanes: 2 Segment Rating:  65.00 CGS Value: $ 3,636.06
Speed Limit: 25 Maintenance: Total Value:  $ 32,205.10
SEG. ID: NP066 Inspection Date: 07/2010 Segment Length:  241.38
Road Name: EELM ST Road Ratings ROW Width: ~ 80.00
Road Type: 5 Cracking: 5.00 Paved Width:  41.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $19,793.44
ITD Segcode: 9870 Shoulder: 10.00 ROW Value:  $ 965.53
#of Lanes: 2 Segment Rating:  60.00 CGS Value:  $4,489.73
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 25,248.70
SEG. ID: NP067 Inspection Date: 07/2010 Segment Length:  376.28
Road Name: E PARK AVE Road Ratings ROW Width:  80.00
Road Type: 7 Cracking: 20.00 Paved Width: ~ 33.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 24,834.59
ITD Segcode: Shoulder: 0.00 ROW Value: $ 1,505.13
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $2,633.97
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 28,973.69
SEG. ID: NP068 Inspection Date: 07/2010 Segment Length:  12.67
Road Name: ADA ROAD Road Ratings ROW Width:  60.00
Road Type: 5 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $912.53
ITD Segcode: Shoulder: 10.00 ROW Value: $ 38.02
#of Lanes: 2 Segment Rating:  85.00 CGS Value: $235.74
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $1,186.28
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SEG. ID: NPQ70 Inspection Date: 07/2010 Segment Length:  312.57
Road Name: ADA ROAD Road Ratings ROW Width:  60.00
Road Type: 5 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $22,505.01
ITD Segcode: 9316 Shoulder: 10.00 ROW Value: $937.71
#of Lanes: 2 Segment Rating:  85.00 CGS Value: $5,813.79
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 29,256.52
SEG. ID: NP071 Inspection Date: 07/2010 Segment Length:  183.81
Road Name: HOLLY AVE Road Ratings ROW Width: ~ 80.00
Road Type: 5 Cracking: 15.00 Paved Width:  27.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $10,109.63
ITD Segcode: 397 Shoulder: 10.00 ROW Value: $735.25
#of Lanes: 2 Segment Rating:  85.00 CGS Value: $3,418.89
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 14,263.76
SEG. ID: NP073 Inspection Date: 07/2010 Segment Length:  188.18
Road Name: E ASH ST Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 15.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,172.50
ITD Segcode: Shoulder: 0.00 ROW Value: $752.71
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $13,925.21
SEG. ID: NP074 Inspection Date: 07/2010 Segment Length:  192.95
Road Name: W CANAL ST Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 15.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $13,892.74
ITD Segcode: Shoulder: 0.00 ROW Value: $578.86
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIPSEAL Total Value:  $ 14,471.60
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SEG. ID: NPQ75 Inspection Date: 07/2010 Segment Length:  201.15
Road Name: EELM ST Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 5.00 Paved Width:  41.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $16,494.48
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $804.61
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $3,741.43
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 21,040.52
SEG. ID: NPOQ76 Inspection Date: 07/2010 Segment Length:  189.38
Road Name: E MAPLE ST Road Ratings ROW Width: ~ 80.00
Road Type: 2 Cracking: 20.00 Paved Width:  29.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $11,173.62
ITD Segcode: Shoulder: 0.00 ROW Value: $757.53
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $11,931.15
SEG. ID: NPQ77 Inspection Date: 07/2010 Segment Length:  189.47
Road Name: HOLLY AVE Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 20.00 Paved Width:  27.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $10,420.91
ITD Segcode: 397 Shoulder: 0.00 ROW Value: $757.88
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $11,178.80
SEG. ID: NPQ78 Inspection Date: 07/2010 Segment Length:  189.39
Road Name: E MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 7 Cracking: 20.00 Paved Width:  32.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,120.80
ITD Segcode: Shoulder: 0.00 ROW Value: $ 757.55
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $1,325.71
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 14,204.06
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SEG. ID: NP080 Inspection Date: 07/2010 Segment Length:  191.12
Road Name: W ASH ST Road Ratings ROW Width:  80.00
Road Type: 4 Cracking: 20.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,378.42
ITD Segcode: Shoulder: 20.00 ROW Value: $764.48
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $4,433.99
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 18,576.89
SEG. ID: NP081 Inspection Date: 07/2010 Segment Length:  120.07
Road Name: ADA ROAD Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 8,645.30
ITD Segcode: 9316 Shoulder: 0.00 ROW Value:  $ 360.22
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $9,005.52
SEG. ID: NP082 Inspection Date: 07/2010 Segment Length:  199.91
Road Name: W CANAL ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $10,595.31
ITD Segcode: Shoulder: 0.00 ROW Value: $599.73
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 11,195.05
SEG. ID: NP083 Inspection Date: 07/2010 Segment Length: ~ 190.51
Road Name: EELM ST Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 5.00 Paved Width:  41.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $15,621.99
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $ 762.05
#of Lanes: 2 Segment Rating:  60.00 CGS Value:  $3,543.53
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 19,927.57
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SEG. ID: NP084 Inspection Date: 07/2010 Segment Length:  186.24
Road Name: E MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 6 Cracking: 20.00 Paved Width:  32.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $11,919.32
ITD Segcode: Shoulder: 20.00 ROW Value: $744.96
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $6,928.10
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $19,592.38
SEG. ID: NP085 Inspection Date: 07/2010 Segment Length:  328.36
Road Name: ADA ROAD Road Ratings ROW Width: ~ 80.00
Road Type: 2 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $23,642.00
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $1,313.44
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 24,955.44
SEG. ID: NP086 Inspection Date: 07/2010 Segment Length:  223.68
Road Name: HOLLY AVE Road Ratings ROW Width:  80.00
Road Type: 8 Cracking: 15.00 Paved Width:  27.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,302.17
ITD Segcode: 397 Shoulder: 0.00 ROW Value: $894.70
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $3,131.46
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 16,328.34
SEG. ID: NP087 Inspection Date: 07/2010 Segment Length:  259.95
Road Name: S EASTBLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 5.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,517.23
ITD Segcode: Shoulder: 0.00 ROW Value: $779.84
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $ 14,297.07
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SEG. ID: NP088 Inspection Date: Segment Length:  189.80
Road Name: ALLEY Road Ratings ROW Width:  16.00
Road Type: 2 Cracking: 20.00 Paved Width:  12.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $4,555.21
ITD Segcode: Shoulder: 20.00 ROW Value: $151.84
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $ 4,707.05
SEG. ID: NP089 Inspection Date: 07/2010 Segment Length:  189.06
Road Name: EELM ST Road Ratings ROW Width: ~ 80.00
Road Type: 5 Cracking: 5.00 Paved Width:  41.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $ 15,502.62
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $ 756.23
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $3,516.45
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $19,775.29
SEG. ID: NP090 Inspection Date: 07/2010 Segment Length:  239.89
Road Name: W CANAL ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 15.00 Paved Width:  26.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $12,714.00
ITD Segcode: Shoulder: 0.00 ROW Value: $719.66
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 13,433.67
SEG. ID: NP091 Inspection Date: 07/2010 Segment Length:  192.53
Road Name: W MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 20.00 Paved Width:  32.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,321.77
ITD Segcode: Shoulder: 10.00 ROW Value: $770.11
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $3,581.02
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 16,672.90
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SEG. ID: NP092 Inspection Date: 07/2010 Segment Length:  344.48
Road Name: W ASH ST Road Ratings ROW Width:  80.00
Road Type: 4 Cracking: 20.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $24,113.56
ITD Segcode: Shoulder: 20.00 ROW Value: $1,377.92
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $7,991.92
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 33,483.40
SEG. ID: NP093 Inspection Date: 07/2010 Segment Length:  327.02
Road Name: W PARK AVE Road Ratings ROW Width: ~ 80.00
Road Type: 2 Cracking: 20.00 Paved Width:  31.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $20,275.07
ITD Segcode: Shoulder: 0.00 ROW Value: $ 1,308.07
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $21,583.14
SEG. ID: NP094 Inspection Date: 07/2010 Segment Length:  255.54
Road Name: HOLLY AVE Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 20.00 Paved Width:  27.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 14,054.75
ITD Segcode: 397 Shoulder: 10.00 ROW Value: $1,022.16
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $4,753.06
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 19,829.97
SEG. ID: NP095 Inspection Date: 07/2010 Segment Length:  189.19
Road Name: EELM ST Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 20.00 Paved Width:  42.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $15,891.63
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $ 756.74
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $3,518.86
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $20,167.24
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SEG. ID: NP096 Inspection Date: Segment Length:  478.82
Road Name: ALLEY Road Ratings ROW Width:  16.00
Road Type: 2 Cracking: 15.00 Paved Width:  15.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $ 14,843.52
ITD Segcode: Shoulder: 20.00 ROW Value: $ 383.06
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $ 15,226.58
SEG. ID: NP097 Inspection Date: 07/2010 Segment Length:  139.91
Road Name: W CANAL ST Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 15.00 Paved Width:  26.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $7,415.26
ITD Segcode: Shoulder: 0.00 ROW Value: $419.73
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $7,834.99
SEG. ID: NP098 Inspection Date: 07/2010 Segment Length:  224.48
Road Name: W ASH ST Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 20.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $15,713.55
ITD Segcode: Shoulder: 10.00 ROW Value: $897.92
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $2,603.96
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $19,215.42
SEG. ID: NP099 Inspection Date: 07/2010 Segment Length:  141.49
Road Name: W PARK AVE Road Ratings ROW Width:  80.00
Road Type: 4 Cracking: 20.00 Paved Width: ~ 31.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $8,772.29
ITD Segcode: Shoulder: 20.00 ROW Value: $ 565.95
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $3,282.53
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $12,620.78
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SEG. ID: NP100 Inspection Date: 07/2010 Segment Length:  901.68
Road Name: S EAST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 15.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 46,887.31
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $2,705.04
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 49,592.35
SEG. ID: NP101 Inspection Date: 07/2010 Segment Length:  131.80
Road Name: WEST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 6,853.52
ITD Segcode: 9316 Shoulder: 10.00 ROW Value:  $ 395.40
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $7,248.91
SEG. ID: NP102 Inspection Date: 07/2010 Segment Length:  487.83
Road Name: S EAST BLVD - INSIDE Road Ratings ROW Width:  60.00
Road Type: 7 Cracking: 5.00 Paved Width:  25.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $24,391.38
ITD Segcode: Shoulder: 0.00 ROW Value: $ 1,463.48
#of Lanes: 2 Segment Rating:  60.00 CGSValue: $3,414.79
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 29,269.65
SEG. ID: NP103 Inspection Date: Segment Length:  479.09
Road Name: ALLEY Road Ratings ROW Width:  16.00
Road Type: 2 Cracking: 15.00 Paved Width:  13.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $12,935.37
ITD Segcode: Shoulder: 20.00 ROW Value: $ 383.27
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $ 13,318.64

Page 23 of 48

9/26/2010



City of New Plymouth Road Asset Management System

Road Segment Detail

SEG. ID: NP104 Inspection Date: 07/2010 Segment Length:  189.13
Road Name: EELM ST Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 20.00 Paved Width:  42.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $15,886.75
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $ 756.51
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $3517.78
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $20,161.04
SEG. ID: NP105 Inspection Date: 07/2010 Segment Length:  189.39
Road Name: W MAPLE ST Road Ratings ROW Width: ~ 80.00
Road Type: 5 Cracking: 20.00 Paved Width:  32.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,120.64
ITD Segcode: Shoulder: 10.00 ROW Value: $757.54
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $ 3,522.56
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 16,400.74
SEG. ID: NP106 Inspection Date: 07/2010 Segment Length:  146.93
Road Name: WEST BLVD - INSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  14.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $ 4,260.95
ITD Segcode: Shoulder: 0.00 ROW Value: $ 440.79
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $4,701.74
SEG. ID: NP107 Inspection Date: 07/2010 Segment Length:  468.99
Road Name: WEST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $24,387.32
ITD Segcode: 9316 Shoulder: 10.00 ROW Value: $ 1,406.96
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 25,794.28
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SEG. ID: NP108 Inspection Date: 07/2010 Segment Length:  665.94
Road Name: SE PARK AVE Road Ratings ROW Width: ~ 80.00
Road Type: 6 Cracking: 10.00 Paved Width: ~ 55.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion:  0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $73,253.27
ITD Segcode: Shoulder: 20.00 ROW Value: $2,663.76
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $24,772.93
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 100,689.96
SEG. ID: NP109 Inspection Date: 07/2010 Segment Length:  138.37
Road Name: W PARK AVE Road Ratings ROW Width: ~ 80.00
Road Type: 3 Cracking: 20.00 Paved Width:  31.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $8,578.69
ITD Segcode: Shoulder: 10.00 ROW Value:  $553.46
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $ 1,605.05
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $10,737.20
SEG. ID: NP110 Inspection Date: 07/2010 Segment Length:  200.01
Road Name: W ASH ST Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 20.00 Paved Width: ~ 20.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $8,000.32
ITD Segcode: Shoulder: 10.00 ROW Value: $800.03
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $2,320.09
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $11,120.45
SEG. ID: NP111 Inspection Date: 07/2010 Segment Length:  189.39
Road Name: W MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 20.00 Paved Width:  32.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,120.78
ITD Segcode: Shoulder: 10.00 ROW Value: $ 757.55
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $3,522.60
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 16,400.93
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SEG. ID: NP112 Inspection Date: 07/2010 Segment Length:  712.41
Road Name: S PLYMOUTH AVE Road Ratings ROW Width: ~ 80.00
Road Type: 6 Cracking: 20.00 Paved Width:  48.00
Surface: ASPHALT Disintegration: 20.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $68,391.79
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $2,849.66
#of Lanes: 2 Segment Rating:  85.00 CGS Value:  $26,501.82
Speed Limit: 20 Maintenance: CHIP SEAL Total Value:  $97,743.26
SEG. ID: NP113 Inspection Date: 07/2010 Segment Length: ~ 200.55
Road Name: W PARK AVE Road Ratings ROW Width: ~ 80.00
Road Type: 10 Cracking: 20.00 Paved Width:  31.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $12,434.33
ITD Segcode: Shoulder: 20.00 ROW Value: $802.21
#of Lanes: 2 Segment Rating:  90.00 CGS Value:  $6,056.72
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $19,293.27
SEG. ID: NP114 Inspection Date: 07/2010 Segment Length:  189.12
Road Name: W ELM ST Road Ratings ROW Width:  80.00
Road Type: 10 Cracking: 15.00 Paved Width:  49.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $18,534.16
ITD Segcode: 9870 Shoulder: 20.00 ROW Value: $ 756.50
#of Lanes: 2 Segment Rating:  80.00 CGSValue: $5,711.55
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 25,002.20
SEG. ID: NP115 Inspection Date: 07/2010 Segment Length:  239.94
Road Name: W ASH ST Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 20.00 Paved Width: ~ 20.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $9,597.80
ITD Segcode: Shoulder: 0.00 ROW Value: $959.78
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 10,557.58
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SEG. ID: NP116 Inspection Date: 07/2010 Segment Length:  240.54
Road Name: SOUTHWEST AVE Road Ratings ROW Width: ~ 80.00
Road Type: 2 Cracking: 20.00 Paved Width:  25.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,026.92
ITD Segcode: 389 Shoulder: 0.00 ROW Value: $962.15
#of Lanes: 2 Segment Rating:  65.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $12,989.07
SEG. ID: NP117 Inspection Date: 07/2010 Segment Length:  322.11
Road Name: WEST BLVD - INSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 15.00 Paved Width:  14.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $9,341.16
ITD Segcode: Shoulder: 0.00 ROW Value:  $966.33
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $10,307.49
SEG. ID: NP118 Inspection Date: 07/2010 Segment Length:  189.13
Road Name: W ELM ST Road Ratings ROW Width:  80.00
Road Type: 10 Cracking: 15.00 Paved Width:  49.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $18,534.40
ITD Segcode: 9870 Shoulder: 20.00 ROW Value: $ 756.51
# of Lanes: 2 Segment Rating:  80.00 CGS Value: $5,711.62
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 25,002.53
SEG. ID: NP119 Inspection Date: 07/2010 Segment Length:  189.51
Road Name: W MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 20.00 Paved Width:  32.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,128.83
ITD Segcode: Shoulder: 10.00 ROW Value: $ 758.05
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $3,524.94
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $16,411.82
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SEG. ID: NP120 Inspection Date: 07/2010 Segment Length:  140.10
Road Name: W ASH ST Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 20.00 Paved Width: ~ 20.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $5,604.11
ITD Segcode: Shoulder: 0.00 ROW Value: $560.41
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $6,164.52
SEG. ID: NP121 Inspection Date: 07/2010 Segment Length:  139.57
Road Name: W PARK AVE Road Ratings ROW Width: ~ 80.00
Road Type: 3 Cracking: 20.00 Paved Width:  31.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $8,653.23
ITD Segcode: Shoulder: 10.00 ROW Value: $558.27
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $1,618.99
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $10,830.49
SEG. ID: NP122 Inspection Date: 07/2010 Segment Length:  101.25
Road Name: W MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 5 Cracking: 20.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $4,454.84
ITD Segcode: Shoulder: 0.00 ROW Value: $ 404.99
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $1,883.18
Speed Limit: 25 Maintenance: Total Value:  $6,743.01
SEG. ID: NP123 Inspection Date: Segment Length:  539.11
Road Name: ALLEY Road Ratings ROW Width:  16.00
Road Type: 2 Cracking: 15.00 Paved Width:  13.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $ 14,556.01
ITD Segcode: Shoulder: 20.00 ROW Value: $431.29
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $ 14,987.30
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SEG. ID: NP124 Inspection Date: 07/2010 Segment Length:  98.78
Road Name: W MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 7 Cracking: 20.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $4,346.16
ITD Segcode: Shoulder: 0.00 ROW Value: $395.11
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $691.44
Speed Limit: 25 Maintenance: Total Value:  $5,432.70
SEG. ID: NP125 Inspection Date: 07/2010 Segment Length:  478.69
Road Name: HAWTHORNE AVE Road Ratings ROW Width: ~ 80.00
Road Type: 2 Cracking: 10.00 Paved Width:  16.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $15,318.13
ITD Segcode: Shoulder: 0.00 ROW Value: $1,914.77
#of Lanes: 2 Segment Rating:  50.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $17,232.90
SEG. ID: NP126 Inspection Date: 07/2010 Segment Length:  189.12
Road Name: W ELM ST Road Ratings ROW Width:  80.00
Road Type: 11 Cracking: 15.00 Paved Width:  43.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 16,453.79
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $ 756.50
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $4,841.57
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $22,051.86
SEG. ID: NP127 Inspection Date: 07/2010 Segment Length:  240.03
Road Name: W MAPLE ST Road Ratings ROW Width:  80.00
Road Type: 7 Cracking: 20.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $10,561.37
ITD Segcode: Shoulder: 0.00 ROW Value:  $960.13
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $1,680.22
Speed Limit: 25 Maintenance: Total Value:  $ 13,201.72

Page 29 of 48

9/26/2010



City of New Plymouth Road Asset Management System

Road Segment Detail

SEG. ID: NP128 Inspection Date: 07/2010 Segment Length:  654.64
Road Name: S EAST BLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 7 Cracking: 20.00 Paved Width:  25.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $32,732.12
ITD Segcode: Shoulder: 0.00 ROW Value: $ 1,963.93
#of Lanes: 2 Segment Rating:  75.00 CGS Value:  $4,582.50
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 39,278.54
SEG. ID: NP129 Inspection Date: 07/2010 Segment Length:  114.76
Road Name: SOUTHWEST AVE Road Ratings ROW Width: ~ 80.00
Road Type: 7 Cracking: 5.00 Paved Width:  25.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $5,738.21
ITD Segcode: 389 Shoulder: 0.00 ROW Value: $ 459.06
#of Lanes: 2 Segment Rating:  45.00 CGS Value:  $803.35
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 7,000.61
SEG. ID: NP130 Inspection Date: 07/2010 Segment Length:  229.00
Road Name: WEST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $11,908.19
ITD Segcode: 9316 Shoulder: 10.00 ROW Value: $687.01
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $12,595.20
SEG. ID: NP131 Inspection Date: 07/2010 Segment Length:  478.77
Road Name: WEST BLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  14.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,405.45
ITD Segcode: Shoulder: 0.00 ROW Value: $ 1,436.30
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $14,841.74
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SEG. ID: NP132 Inspection Date: 07/2010 Segment Length:  186.61
Road Name: W ELM ST Road Ratings ROW Width:  80.00
Road Type: 11 Cracking: 15.00 Paved Width:  43.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $16,234.97
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $746.44
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $4,777.19
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 21,758.59
SEG. ID: NP133 Inspection Date: 07/2010 Segment Length:  140.02
Road Name: W MAPLE ST Road Ratings ROW Width: ~ 80.00
Road Type: 7 Cracking: 5.00 Paved Width:  22.00
Surface: ASPHALT Disintegration; 0.00 Road Classification: LOCAL
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 6,160.68
ITD Segcode: Shoulder: 0.00 ROW Value:  $ 560.06
#of Lanes: 2 Segment Rating:  25.00 CGS Value:  $980.11
Speed Limit: 25 Maintenance: Total Value:  $7,700.85
SEG. ID: NP134 Inspection Date: 07/2010 Segment Length:  478.48
Road Name: W PARK AVE Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 20.00 Paved Width: ~ 31.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value:  $ 29,665.90
ITD Segcode: Shoulder: 0.00 ROW Value: $1,913.93
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $31,579.83
SEG. ID: NP135 Inspection Date: 07/2010 Segment Length:  117.26
Road Name: SW PARK AVE Road Ratings ROW Width:  80.00
Road Type: 4 Cracking: 20.00 Paved Width: ~ 30.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $7,152.62
ITD Segcode: Shoulder: 10.00 ROW Value: $ 469.02
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $2,720.34
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 10,341.99
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SEG. ID: NP136 Inspection Date: 07/2010 Segment Length:  250.07
Road Name: WEST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 3 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,003.75
ITD Segcode: 9316 Shoulder: 10.00 ROW Value: $ 750.22
#of Lanes: 2 Segment Rating:  90.00 CGS Value:  $2,900.84
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 16,654.81
SEG. ID: NP137 Inspection Date: 07/2010 Segment Length:  200.46
Road Name: W ELM ST Road Ratings ROW Width: ~ 80.00
Road Type: 7 Cracking: 10.00 Paved Width:  43.50
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $17,440.02
ITD Segcode: 9870 Shoulder: 0.00 ROW Value: $801.84
#of Lanes: 2 Segment Rating:  45.00 CGS Value:  $1,403.22
Speed Limit: 25 Maintenance: Total Value:  $ 19,645.08
SEG. ID: NP138 Inspection Date: 07/2010 Segment Length:  72.81
Road Name: SW PARK AVE Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 10.00 Paved Width: ~ 30.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value:  $4,441.38
ITD Segcode: Shoulder: 10.00 ROW Value: $291.24
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $844.59
Speed Limit: 25 Maintenance: OVERLAY Total Value: $5,577.21
SEG. ID: NP139 Inspection Date: 07/2010 Segment Length:  109.49
Road Name: S PLYMOUTH AVE Road Ratings ROW Width:  80.00
Road Type: 4 Cracking: 15.00 Paved Width: ~ 48.00
Surface: ASPHALT Disintegration: 20.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $10,510.94
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $ 437.96
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $2,540.14
Speed Limit: 20 Maintenance: CHIP SEAL Total Value:  $ 13,489.04
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SEG. ID: NP140 Inspection Date: 07/2010 Segment Length:  95.67
Road Name: SW PARK AVE Road Ratings ROW Width: ~ 80.00
Road Type: 3 Cracking: 10.00 Paved Width:  30.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $5,835.81
ITD Segcode: Shoulder: 10.00 ROW Value: $ 382.68
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $1,109.76
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $7,328.24
SEG. ID: NP141 Inspection Date: 07/2010 Segment Length:  96.98
Road Name: W ELM ST Road Ratings ROW Width: ~ 80.00
Road Type: 5 Cracking: 10.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $ 4,266.95
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $ 387.90
#of Lanes: 2 Segment Rating:  55.00 CGS Value:  $1,803.76
Speed Limit: 25 Maintenance: Total Value:  $ 6,458.61
SEG. ID: NP142 Inspection Date: 07/2010 Segment Length:  87.43
Road Name: S PLYMOUTH AVE Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 15.00 Paved Width: ~ 48.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $8,393.35
ITD Segcode: 9315 Shoulder: 10.00 ROW Value: $349.72
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $1,014.20
Speed Limit: 20 Maintenance: CHIP SEAL Total Value:  $9,757.27
SEG. ID: NP143 Inspection Date: 07/2010 Segment Length:  282.93
Road Name: SW PARK AVE Road Ratings ROW Width:  80.00
Road Type: 4 Cracking: 20.00 Paved Width:  36.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $20,653.96
ITD Segcode: Shoulder: 20.00 ROW Value: $1,131.72
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $6,564.00
Speed Limit: 25 Maintenance: RECONSTRUCTION Total Value:  $ 28,349.68
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SEG. ID: NP144 Inspection Date: 07/2010 Segment Length:  109.45
Road Name: SW PARK AVE Road Ratings ROW Width: ~ 80.00
Road Type: 4 Cracking: 10.00 Paved Width:  30.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $6,676.56
ITD Segcode: Shoulder: 20.00 ROW Value: $437.81
#of Lanes: 2 Segment Rating:  65.00 CGS Value: $2,539.28
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $9,653.64
SEG. ID: NP145 Inspection Date: 07/2010 Segment Length:  370.28
Road Name: SOUTHWEST AVE Road Ratings ROW Width: ~ 80.00
Road Type: 8 Cracking: 10.00 Paved Width:  25.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $18,513.87
ITD Segcode: 389 Shoulder: 0.00 ROW Value: $1,481.11
#of Lanes: 2 Segment Rating:  50.00 CGS Value: $5,183.88
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $25,178.86
SEG. ID: NP146 Inspection Date: 07/2010 Segment Length:  147.93
Road Name: WEST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 3 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $7,692.29
ITD Segcode: 9316 Shoulder: 10.00 ROW Value: $443.79
# of Lanes: 2 Segment Rating:  90.00 CGS Value: $1,715.97
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $9,852.05
SEG. ID: NP147 Inspection Date: 07/2010 Segment Length:  264.82
Road Name: SW PARK AVE Road Ratings ROW Width:  80.00
Road Type: 3 Cracking: 15.00 Paved Width: ~ 30.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $16,153.99
ITD Segcode: Shoulder: 10.00 ROW Value: $ 1,059.28
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $3,071.91
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 20,285.17
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SEG. ID: NP148 Inspection Date: 07/2010 Segment Length:  371.86
Road Name: S EAST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 7 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $19,336.84
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $1,115.59
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $2,603.04
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 23,055.46
SEG. ID: NP149 Inspection Date: 07/2010 Segment Length:  194.81
Road Name: SW PARK AVE Road Ratings ROW Width: ~ 80.00
Road Type: 7 Cracking: 20.00 Paved Width:  36.50
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $14,221.10
ITD Segcode: Shoulder: 0.00 ROW Value: $779.24
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $1,363.67
Speed Limit: 25 Maintenance: RECONSTRUCTION Total Value:  $ 16,364.00
SEG. ID: NP150 Inspection Date: 07/2010 Segment Length:  94.46
Road Name: WEST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $4,911.93
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $283.38
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $5,195.31
SEG. ID: NP151 Inspection Date: 07/2010 Segment Length:  199.05
Road Name: SOUTHWEST AVE Road Ratings ROW Width:  80.00
Road Type: 9 Cracking: 5.00 Paved Width: ~ 25.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 0.00 Paved Value:  $9,952.57
ITD Segcode: 389 Shoulder: 10.00 ROW Value: $796.21
#of Lanes: 2 Segment Rating:  40.00 CGS Value: $3,702.36
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 14,451.13
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SEG. ID: NP152 Inspection Date: 07/2010 Segment Length:  145.03
Road Name: W ELM ST Road Ratings ROW Width:  80.00
Road Type: 11 Cracking: 10.00 Paved Width:  22.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $6,381.17
ITD Segcode: 9870 Shoulder: 10.00 ROW Value: $580.11
#of Lanes: 2 Segment Rating:  55.00 CGS Value: $3,712.68
Speed Limit: 25 Maintenance: Total Value:  $ 10,673.96
SEG. ID: NP153 Inspection Date: 07/2010 Segment Length:  478.72
Road Name: WEST BLVD - INSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 20.00 Paved Width:  14.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,404.21
ITD Segcode: Shoulder: 0.00 ROW Value: $1,436.17
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 14,840.38
SEG. ID: NP154 Inspection Date: 07/2010 Segment Length:  139.94
Road Name: W ELM ST Road Ratings ROW Width:  80.00
Road Type: 7 Cracking: 5.00 Paved Width: ~ 20.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $5,597.64
ITD Segcode: 9870 Shoulder: 0.00 ROW Value: $ 559.76
#of Lanes: 2 Segment Rating:  40.00 CGS Value:  $979.59
Speed Limit: 25 Maintenance: Total Value:  $7,136.99
SEG. ID: NP155 Inspection Date: 07/2010 Segment Length:  236.37
Road Name: WEST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,291.32
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $709.11
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 13,000.43
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SEG. ID: NP157 Inspection Date: 07/2010 Segment Length:  329.22
Road Name: S PLYMOUTH AVE Road Ratings ROW Width: ~ 80.00
Road Type: 11 Cracking: 10.00 Paved Width:  48.00
Surface: ASPHALT Disintegration: 10.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $31,604.77
ITD Segcode: 9315 Shoulder: 10.00 ROW Value: $1,316.87
#of Lanes: 2 Segment Rating:  50.00 CGS Value: $8,427.94
Speed Limit: 20 Maintenance: CHIP SEAL Total Value:  $ 41,349.57
SEG. ID: NP158 Inspection Date: 07/2010 Segment Length:  114.64
Road Name: S WEST BLVD - INSIDE Road Ratings ROW Width:  60.00
Road Type: 7 Cracking: 20.00 Paved Width:  14.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $3,209.88
ITD Segcode: Shoulder: 0.00 ROW Value: $343.92
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $802.47
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 4,356.26
SEG. ID: NP159 Inspection Date: 07/2010 Segment Length:  844.18
Road Name: SW LOCUST ST Road Ratings ROW Width:  20.00
Road Type: 2 Cracking: 20.00 Paved Width:  17.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $28,701.96
ITD Segcode: Shoulder: 0.00 ROW Value: $844.18
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 5 Maintenance: Total Value:  $29,546.14
SEG. ID: NP160 Inspection Date: 07/2010 Segment Length:  868.08
Road Name: S WEST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $45,139.94
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $2,604.23
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 47,744.17
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SEG. ID: NP161 Inspection Date: 07/2010 Segment Length:  69.80
Road Name: S WEST BLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 20.00 Paved Width:  14.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $1,954.47
ITD Segcode: Shoulder: 0.00 ROW Value:  $209.41
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $2,163.88
SEG. ID: NP163 Inspection Date: 07/2010 Segment Length:  139.99
Road Name: S PLYMOUTH AVE Road Ratings ROW Width: ~ 80.00
Road Type: 10 Cracking: 10.00 Paved Width:  48.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,438.62
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $559.94
#of Lanes: 2 Segment Rating:  60.00 CGS Value:  $4,227.57
Speed Limit: 20 Maintenance: PATCHED Total Value:  $18,226.13
SEG. ID: NP164 Inspection Date: 07/2010 Segment Length:  332.74
Road Name: S PLYMOUTH AVE Road Ratings ROW Width:  80.00
Road Type: 10 Cracking: 10.00 Paved Width: ~ 48.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $31,942.85
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $1,330.95
#of Lanes: 2 Segment Rating:  60.00 CGS Value:  $10,048.69
Speed Limit: 20 Maintenance: PATCHED Total Value:  $ 43,322.49
SEG. ID: NP165 Inspection Date: 07/2010 Segment Length:  145.42
Road Name: S WEST BLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 7 Cracking: 20.00 Paved Width:  14.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $4,071.78
ITD Segcode: Shoulder: 0.00 ROW Value: $ 436.26
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $1,017.94
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $5,525.99
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SEG. ID: NP166 Inspection Date: 07/2010 Segment Length:  268.95
Road Name: S WEST BLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 5 Cracking: 20.00 Paved Width:  14.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $7,530.53
ITD Segcode: Shoulder: 10.00 ROW Value: $ 806.84
#of Lanes: 2 Segment Rating:  75.00 CGS Value:  $5,002.42
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 13,339.80
SEG. ID: NP167 Inspection Date: 07/2010 Segment Length:  294.23
Road Name: SOUTHWEST AVE Road Ratings ROW Width: ~ 80.00
Road Type: 7 Cracking: 5.00 Paved Width:  25.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $14,711.33
ITD Segcode: 389 Shoulder: 0.00 ROW Value: $1,176.91
#of Lanes: 2 Segment Rating:  40.00 CGS Value:  $2,059.59
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 17,947.82
SEG. ID: NP168 Inspection Date: 07/2010 Segment Length:  83.46
Road Name: S WEST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 5 Cracking: 15.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value:  $4,339.91
ITD Segcode: 9316 Shoulder: 10.00 ROW Value: $ 250.38
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $1,552.35
Speed Limit: 25 Maintenance: PATCHING Total Value:  $6,142.64
SEG. ID: NP169 Inspection Date: 07/2010 Segment Length:  179.09
Road Name: WEST BLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 15.00 Paved Width:  14.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $5,014.64
ITD Segcode: Shoulder: 0.00 ROW Value: $537.28
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $5,551.92
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SEG. ID: NP170 Inspection Date: 07/2010 Segment Length: ~ 245.53
Road Name: S WEST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 10.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,767.68
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $ 736.60
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: PATCHING Total Value:  $ 13,504.28
SEG. ID: NP172 Inspection Date: 07/2010 Segment Length:  19.95
Road Name: S PLYMOUTH AVE Road Ratings ROW Width: ~ 80.00
Road Type: 10 Cracking: 10.00 Paved Width:  48.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $1,915.52
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $79.81
#of Lanes: 2 Segment Rating:  60.00 CGS Value:  $602.59
Speed Limit: 20 Maintenance: PATCHED Total Value:  $2,597.93
SEG. ID: NP173 Inspection Date: 07/2010 Segment Length:  102.85
Road Name: S WEST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 5 Cracking: 10.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $5,348.06
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $ 308.54
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $1,912.96
Speed Limit: 25 Maintenance: PATCHING Total Value:  $ 7,569.56
SEG. ID: NP174 Inspection Date: 07/2010 Segment Length:  139.78
Road Name: SOUTHWEST AVE Road Ratings ROW Width:  80.00
Road Type: 7 Cracking: 5.00 Paved Width: ~ 25.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $6,988.78
ITD Segcode: 389 Shoulder: 0.00 ROW Value: $559.10
#of Lanes: 2 Segment Rating:  40.00 CGS Value: $978.43
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $8,526.31
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SEG. ID: NP175 Inspection Date: 07/2010 Segment Length: ~ 183.22
Road Name: S WEST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 15.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $9,527.20
ITD Segcode: 9316 Shoulder: 0.00 ROW Value:  $549.65
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: PATCHING Total Value:  $ 10,076.85
SEG. ID: NP176 Inspection Date: 07/2010 Segment Length:  133.19
Road Name: S WEST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 7 Cracking: 15.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $6,925.84
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $399.57
#of Lanes: 2 Segment Rating:  70.00 CGS Value:  $932.32
Speed Limit: 25 Maintenance: PATCHING Total Value:  $8,257.73
SEG. ID: NP177 Inspection Date: 07/2010 Segment Length:  215.55
Road Name: S WEST BLVD - OUTSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 15.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $11,208.61
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $ 646.65
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: TRENCH PATCHING Total Value:  $ 11,855.26
SEG. ID: NP178 Inspection Date: 07/2010 Segment Length:  189.43
Road Name: S PLYMOUTH AVE Road Ratings ROW Width:  80.00
Road Type: 10 Cracking: 10.00 Paved Width: ~ 48.00
Surface: ASPHALT Disintegration: 10.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $18,185.59
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $757.73
#of Lanes: 2 Segment Rating:  60.00 CGS Value:  $5,720.88
Speed Limit: 20 Maintenance: PATCHED Total Value:  $ 24,664.21
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SEG. ID: NP179 Inspection Date: 07/2010 Segment Length:  140.89
Road Name: S PLYMOUTH AVE Road Ratings ROW Width: ~ 80.00
Road Type: 6 Cracking: 15.00 Paved Width:  48.00
Surface: ASPHALT Disintegration: 10.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion:  0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $13,525.42
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $563.56
#of Lanes: 2 Segment Rating:  65.00 CGS Value: $5,241.10
Speed Limit: 20 Maintenance: PATCHING Total Value:  $ 19,330.08
SEG. ID: NP180 Inspection Date: 07/2010 Segment Length:  378.86
Road Name: PLEASANT ST Road Ratings ROW Width:  50.00
Road Type: 4 Cracking: 10.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $27,277.75
ITD Segcode: Shoulder: 20.00 ROW Value: $947.14
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $8,789.50
Speed Limit: 15 Maintenance: PATCHING Total Value:  $37,014.40
SEG. ID: NP181 Inspection Date: 07/2010 Segment Length:  166.72
Road Name: S PLYMOUTH AVE Road Ratings ROW Width:  80.00
Road Type: 6 Cracking: 15.00 Paved Width: ~ 48.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 16,005.46
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $ 666.89
# of Lanes: 2 Segment Rating:  65.00 CGS Value: $6,202.11
Speed Limit: 20 Maintenance: PATCHING Total Value:  $22,874.47
SEG. ID: NP182 Inspection Date: 07/2010 Segment Length:  304.44
Road Name: PLEASANT ST Road Ratings ROW Width: ~ 50.00
Road Type: 4 Cracking: 10.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $21,919.43
ITD Segcode: Shoulder: 20.00 ROW Value: $761.09
#of Lanes: 2 Segment Rating:  80.00 CGS Value:  $7,062.93
Speed Limit: 15 Maintenance: PATCHING Total Value:  $ 29,743.45
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SEG. ID: NP183 Inspection Date: 07/2010 Segment Length:  142.68
Road Name: S PLYMOUTH AVE Road Ratings ROW Width: ~ 80.00
Road Type: 10 Cracking: 10.00 Paved Width: ~ 31.00
Surface: ASPHALT Disintegration: 0.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion:  0.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $ 8,846.38
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $570.73
#of Lanes: 2 Segment Rating:  40.00 CGS Value:  $4,309.04
Speed Limit: 20 Maintenance: PATCHING Total Value:  $ 13,726.16
SEG. ID: NP184 Inspection Date: 07/2010 Segment Length:  478.38
Road Name: SOUTHWEST AVE Road Ratings ROW Width: ~ 80.00
Road Type: 2 Cracking: 15.00 Paved Width:  25.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 10.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $23,918.87
ITD Segcode: 389 Shoulder: 0.00 ROW Value: $1,913.51
#of Lanes: 2 Segment Rating:  50.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: PATCHING Total Value:  $ 25,832.38
SEG. ID: NP185 Inspection Date: 07/2010 Segment Length:  881.01
Road Name: SW 1ST AVE Road Ratings ROW Width:  50.00
Road Type: 2 Cracking: 18.00 Paved Width:  24.00
Surface: ASPHALT Disintegration: 18.00 Road Classification: MINOR COLLECTOR
Year Built: Distortion: 18.00 Unit #:
Maint. Year: Drainage: 19.00 Paved Value: $42,288.48
ITD Segcode: 389 Shoulder: 18.00 ROW Value: $2,202.52
#of Lanes: 2 Segment Rating:  91.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value: ~ $ 44,491.00
SEG. ID: NP186 Inspection Date: 07/2010 Segment Length:  155.19
Road Name: S PLYMOUTH AVE Road Ratings ROW Width:  80.00
Road Type: 10 Cracking: 10.00 Paved Width: ~ 31.00
Surface: ASPHALT Disintegration: 0.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $9,621.48
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $620.74
#of Lanes: 2 Segment Rating:  40.00 CGS Value: $ 4,686.59
Speed Limit: 20 Maintenance: PATCHING Total Value:  $ 14,928.82
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SEG. ID: NP187 Inspection Date: 07/2010 Segment Length:  674.34
Road Name: LINDEN ST Road Ratings ROW Width:  60.00
Road Type: 4 Cracking: 20.00 Paved Width: ~ 33.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 44,506.42
ITD Segcode: Shoulder: 20.00 ROW Value: $2,023.02
#of Lanes: 2 Segment Rating:  100.00 CGS Value: $ 15,644.68
Speed Limit: 20 Maintenance: OVERLAY Total Value:  $62,174.12
SEG. ID: NP188 Inspection Date: 07/2010 Segment Length:  478.60
Road Name: OREGON AVE Road Ratings ROW Width:  50.00
Road Type: 4 Cracking: 15.00 Paved Width:  27.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $25,844.16
ITD Segcode: Shoulder: 20.00 ROW Value: $1,196.49
#of Lanes: 2 Segment Rating:  95.00 CGS Value: $11,103.42
Speed Limit: 15 Maintenance: PATCHING Total Value:  $ 38,144.07
SEG. ID: NP189 Inspection Date: 07/2010 Segment Length:  673.74
Road Name: MYRTLE ST Road Ratings ROW Width:  75.00
Road Type: 3 Cracking: 20.00 Paved Width: ~ 33.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 44,467.11
ITD Segcode: Shoulder: 10.00 ROW Value: $2,526.54
#of Lanes: 2 Segment Rating:  90.00 CGS Value: $7,815.43
Speed Limit: 25 Maintenance: PATCHING Total Value:  $ 54,809.08
SEG. ID: NP190 Inspection Date: 07/2010 Segment Length:  690.08
Road Name: S PLYMOUTH AVE Road Ratings ROW Width:  80.00
Road Type: 10 Cracking: 10.00 Paved Width: ~ 31.00
Surface: ASPHALT Disintegration: 0.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $42,784.70
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $2,760.30
#of Lanes: 2 Segment Rating:  40.00 CGS Value:  $20,840.29
Speed Limit: 20 Maintenance: PATCHING Total Value:  $ 66,385.29
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SEG. ID: NP191 Inspection Date: Segment Length:  1,336.69
Road Name: SW 2ND AVE Road Ratings ROW Width:  50.00
Road Type: 2 Cracking: 15.00 Paved Width:  18.00
Surface: ASPHALT Disintegration: 15.00 Road Classification. MAJOR COLLECTOR
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 0.00 Paved Value: $ 48,120.89
ITD Segcode: 9317 Shoulder: 0.00 ROW Value: $3,341.73
#of Lanes: 2 Segment Rating:  45.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $51,462.62
SEG. ID: NP192 Inspection Date: 07/2010 Segment Length:  501.73
Road Name: S PLYMOUTH AVE Road Ratings ROW Width: ~ 80.00
Road Type: 10 Cracking: 10.00 Paved Width:  31.00
Surface: ASPHALT Disintegration; 0.00 Road Classification: MAJOR COLLECTOR
Year Built: 0 Distortion: 0.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $31,107.40
ITD Segcode: 9315 Shoulder: 20.00 ROW Value: $2,006.93
#of Lanes: 2 Segment Rating:  40.00 CGS Value:  $15,152.31
Speed Limit: 25 Maintenance: PATCHING Total Value:  $ 48,266.64
SEG. ID: NP193 Inspection Date: Segment Length:  715.68
Road Name: SW 2ND AVE Road Ratings ROW Width:  50.00
Road Type: 2 Cracking: 20.00 Paved Width: ~ 18.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 0.00 Paved Value: $ 25,764.60
ITD Segcode: 9317 Shoulder: 0.00 ROW Value: $1,789.21
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $ 27,553.81
SEG. ID: NP19%4 Inspection Date: 07/2010 Segment Length:  398.65
Road Name: PINE ST Road Ratings ROW Width: ~ 50.00
Road Type: 6 Cracking: 5.00 Paved Width:  36.00
Surface: CHIP AND OIL Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: NONE Drainage: 20.00 Paved Value: $28,702.69
ITD Segcode: Shoulder: 20.00 ROW Value: $ 996.62
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $14,829.72
Speed Limit: 15 Maintenance: Total Value:  $ 44,529.04
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SEG. ID: NP195 Inspection Date: 07/2010 Segment Length:  126.04
Road Name: OAK AVE Road Ratings ROW Width:  50.00
Road Type: 6 Cracking: 5.00 Paved Width:  36.00
Surface: CHIP AND OIL Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $9,075.04
ITD Segcode: Shoulder: 20.00 ROW Value: $315.11
#of Lanes: 2 Segment Rating:  75.00 CGS Value: $4,688.77
Speed Limit: 15 Maintenance: Total Value:  $ 14,078.91
SEG. ID: NP196 Inspection Date: 07/2010 Segment Length:  254.52
Road Name: COLTON ST Road Ratings ROW Width:  50.00
Road Type: 6 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $ 18,325.22
ITD Segcode: Shoulder: 20.00 ROW Value: $636.29
#of Lanes: 2 Segment Rating:  100.00 CGS Value:  $9,468.03
Speed Limit: 15 Maintenance: Total Value:  $ 28,429.55
SEG. ID: NP197 Inspection Date: 07/2010 Segment Length:  127.01
Road Name: COLTON ST Road Ratings ROW Width:  50.00
Road Type: 6 Cracking: 20.00 Paved Width:  36.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value:  $9,145.02
ITD Segcode: Shoulder: 20.00 ROW Value: $317.54
#of Lanes: 2 Segment Rating:  100.00 CGSValue: $4,724.93
Speed Limit: 15 Maintenance: Total Value:  $ 14,187.48
SEG. ID: NP198 Inspection Date: 07/2010 Segment Length:  468.26
Road Name: E PARK AVE Road Ratings ROW Width:  80.00
Road Type: 4 Cracking: 20.00 Paved Width: ~ 35.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $32,778.45
ITD Segcode: Shoulder: 20.00 ROW Value: $ 1,873.05
#of Lanes: 2 Segment Rating:  100.00 CGS Value: $10,863.71
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 45,515.22
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SEG. ID: NP199 Inspection Date: 07/2010 Segment Length:  191.00
Road Name: HOLLY AVE Road Ratings ROW Width:  80.00
Road Type: 2 Cracking: 15.00 Paved Width:  27.50
Surface: ASPHALT Disintegration: 15.00 Road Classification: MINOR COLLECTOR
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $10,505.01
ITD Segcode: 397 Shoulder: 0.00 ROW Value: $ 764.00
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: OVERLAY Total Value:  $ 11,269.01
SEG. ID: NP200 Inspection Date: 07/2010 Segment Length:  479.54
Road Name: EAST BLVD - INSIDE Road Ratings ROW Width:  60.00
Road Type: 2 Cracking: 10.00 Paved Width:  17.00
Surface: ASPHALT Disintegration: 10.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $16,304.40
ITD Segcode: Shoulder: 0.00 ROW Value: $ 1,438.62
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $17,743.02
SEG. ID: NP201 Inspection Date: Segment Length:  478.76
Road Name: ALLEY Road Ratings ROW Width:  16.00
Road Type: 2 Cracking: 20.00 Paved Width: ~ 10.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  15.00 Unit #:
Maint. Year: Drainage: 10.00 Paved Value: $9,575.21
ITD Segcode: Shoulder: 20.00 ROW Value: $ 383.01
#of Lanes: 2 Segment Rating:  80.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: Total Value:  $9,958.21
SEG. ID: NP202 Inspection Date: 07/2010 Segment Length:  1,138.57
Road Name: S WEST BLVD - INSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 2 Cracking: 5.00 Paved Width:  14.00
Surface: ASPHALT Disintegration: 15.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $31,880.09
ITD Segcode: Shoulder: 0.00 ROW Value: $ 3,415.72
#of Lanes: 2 Segment Rating:  60.00 CGS Value: $0.00
Speed Limit: 25 Maintenance: CHIP SEAL Total Value:  $ 35,295.81
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City of New Plymouth Road Asset Management System

Road Segment Detail

SEG. ID: NP203 Inspection Date: 07/2010 Segment Length:  304.66
Road Name: S WEST BLVD - OUTSIDE Road Ratings ROW Width: ~ 60.00
Road Type: 7 Cracking: 15.00 Paved Width:  26.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 15.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $15,842.57
ITD Segcode: 9316 Shoulder: 0.00 ROW Value: $913.99
#of Lanes: 2 Segment Rating:  70.00 CGS Value: $2,132.65
Speed Limit: 25 Maintenance: PATCHING Total Value:  $ 18,889.22
SEG. ID: NP204 Inspection Date: 07/2010 Segment Length:  686.96
Road Name: W MCKINLEY ST Road Ratings ROW Width:  60.00
Road Type: 4 Cracking: 15.00 Paved Width:  57.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion: 20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $78,313.23
ITD Segcode: Shoulder: 20.00 ROW Value: $2,060.87
#of Lanes: 2 Segment Rating:  95.00 CGS Value:  $15,937.43
Speed Limit: 25 Maintenance: PATCHING Total Value:  $96,311.53
SEG. ID: NP205 Inspection Date: 07/2010 Segment Length:  137.52
Road Name: INDUSTRIAL WAY Road Ratings ROW Width:  60.00
Road Type: 6 Cracking: 20.00 Paved Width:  46.00
Surface: ASPHALT Disintegration: 20.00 Road Classification: LOCAL
Year Built: 0 Distortion:  20.00 Unit #:
Maint. Year: Drainage: 20.00 Paved Value: $12,651.76
ITD Segcode: Shoulder: 20.00 ROW Value: $412.56
# of Lanes: 2 Segment Rating:  100.00 CGSValue: $5,115.71
Speed Limit: 25 Maintenance: Total Value:  $ 18,180.03
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost
$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP085 ADA ROAD 328.36 2 36.00 80.00 26,268.88 $1,313.44 11,821.00 $23,642.00 $0.00 $24,955.44
NP070 ADA ROAD 312.57 5 36.00 60.00 18,754.18 $937.71 11,252.51 $22,505.01  $5,813.79 $29,256.52
NP068 ADA ROAD 12.67 5 36.00 60.00 760.44 $38.02 456.26 $912.53 $235.74 $1,186.28
NP081 ADA ROAD 120.07 2 36.00 60.00 7,204.41 $360.22 4,322.65 $8,645.30 $0.00 $9,005.52
NP052 ADA ROAD 248.72 5 36.00 60.00 14,923.44 $746.17 8,954.06 $17,908.12  $4,626.27 $23,280.56
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff $87,684.32
NP201 ALLEY 478.76 2 10.00 16.00 7,660.17 $383.01 4,787.60  $9,575.21 $0.00 $9,958.21
NP123 ALLEY 539.11 2 13.50 16.00 8,625.78 $431.29 7,278.01 $14,556.01 $0.00 $14,987.30
NP103 ALLEY 479.09 2 13.50 16.00 7,665.41 $383.27 6,467.69 $12,935.37 $0.00 $13,318.64
NP096 ALLEY 478.82 2 15.50 16.00 7,661.17 $383.06 7,421.76 $14,843.52 $0.00 $15,226.58
NP088 ALLEY 189.80 2 12.00 16.00 3,036.81 $151.84 2,277.61  $4,555.21 $0.00 $4,707.05
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff $58,197.79
NP005 CHERRY ST 342.56 4 37.00 56.00 19,183.34 $959.17 12,674.71 $25,349.42  $7,947.38 $34,255.97
NP010 CHERRY ST 89.06 4 37.00 56.00 4,987.35 $249.37 329521 $6,590.42  $2,066.19 $8,905.98
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff $43,161.94
NP002 COLTON ST 817.48 6 36.00 50.00 40,873.88 $2,043.69 29,429.19 $58,858.39  $30,410.17 $91,312.25
NP196 COLTON ST 254,52 6 36.00 50.00 12,725.85 $636.29 9,162.61 $18,325.22  $9,468.03 $28,429.55
NP197 COLTON ST 127.01 6 36.00 50.00 6,350.71 $317.54 457251  $9,145.02  $4,724.93 $14,187.48
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff $133,929.28
NP050 E ASH ST 192.69 4 35.00 80.00 15,414.88 $770.74 6,744.01 $13,488.02  $4,470.31 $18,729.07
NP036 E ASH ST 140.39 3 35.00 80.00 11,230.86 $561.54 491350 $9,827.01  $1,628.48 $12,017.02
NP039 EASH ST 132.60 3 35.00 80.00 10,608.15 $530.41 4,641.07 $9,282.13  $1,538.18 $11,350.72
NP037 E ASH ST 108.06 3 35.00 80.00 8,645.11 $432.26 3,78223  $7,564.47  $1,253.54 $9,250.26
NP054 E ASH ST 189.64 2 35.00 80.00 15,171.59 $758.58 6,637.57 $13,275.14 $0.00 $14,033.72
NP073 EASH ST 188.18 2 35.00 80.00 15,054.28 $752.71 6,586.25 $13,172.50 $0.00 $13,925.21
NP064 E ASH ST 189.64 2 35.00 80.00 15,171.44 $758.57 6,637.51 $13,275.01 $0.00 $14,033.58
NP040 E ASH ST 198.19 3 35.00 80.00 15,855.38 $792.77 6,936.73 $13,873.45  $2,299.03 $16,965.25
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff $110,304.84
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost

$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP033 E CANAL ST 40.05 2 22.00 60.00 2,403.13 $120.16 881.15 $1,762.30 $0.00 $1,882.46
NP026 E CANAL ST 282.84 3 35.00 60.00 16,970.32 $848.52 9,899.35 $19,798.71  $3,280.93 $23,928.15
NP034 E CANAL ST 220.27 2 22.00 60.00 13,216.41 $660.82 4,846.02  $9,692.03 $0.00 $10,352.85
$36,163.46
NP083 EELM ST 190.51 5 41.00 80.00 15,240.97 $762.05 7,811.00 $15,621.99  $3,543.53 $19,927.57
NP104 EELMST 189.13 5 42.00 80.00 15,130.24 $756.51 7,943.37 $15,886.75  $3,517.78 $20,161.04
NP095 EELMST 189.19 5 42.00 80.00 15,134.89 $756.74 7,94582 $15891.63  $3,518.86 $20,167.24
NP066 EELM ST 241.38 5 41.00 80.00 19,310.67 $965.53 9,896.72 $19,793.44  $4,489.73 $25,248.70
NP089 EELMST 189.06 5 41.00 80.00 15,124.51 $756.23 7,751.31 $15502.62  $3,516.45 $19,775.29
NP0O75 EELMST 201.15 5 41.00 80.00 16,092.17 $804.61 8,247.24 $16,494.48  $3,741.43 $21,040.52
NP062 EELM ST 140.81 5 41.00 80.00 11,264.82 $563.24 577322 $11,546.44  $2,619.07 $14,728.75
$141,049.11
NP046 E IDAHO ST 614.42 2 22.00 60.00 36,865.06 $1,843.25 13,517.19 $27,034.38 $0.00 $28,877.63
NP009 E IDAHO ST 342.34 3 17.00 55.00 18,828.61 $941.43 5819.75 $11,639.50  $3,971.12 $16,552.06
NP049 E IDAHO ST 198.60 2 22.00 60.00 11,915.89 $595.79 4,369.16  $8,738.32 $0.00 $9,334.12
NP019 E IDAHO ST 244.78 2 17.00 50.00 12,238.80 $611.94 4,161.19  $8,322.38 $0.00 $8,934.32
NP023 EIDAHO ST 466.47 2 17.00 60.00 27,988.14 $1,399.41 7,929.97 $15,859.95 $0.00 $17,259.36
NP028 E IDAHO ST 726.55 2 19.00 60.00 43,593.09 $2,179.65 13,804.48 $27,608.96 $0.00 $29,788.61
$110,746.10
NP078 E MAPLE ST 189.39 7 32.00 80.00 15,151.00 $757.55 6,060.40 $12,120.80  $1,325.71 $14,204.06
NP063 E MAPLE ST 190.39 3 29.50 80.00 15,231.58 $761.58 5616.65 $11,233.29  $2,208.58 $14,203.45
NP047 E MAPLE ST 241.02 2 29.50 80.00 19,281.97 $964.10 7,110.23  $14,220.45 $0.00 $15,184.55
NP056 E MAPLE ST 200.85 2 29.50 80.00 16,068.12 $803.41 5925.12 $11,850.24 $0.00 $12,653.64
NP044 E MAPLE ST 140.60 2 29.50 80.00 11,247.67 $562.38 414758  $8,295.16 $0.00 $8,857.54
NP076 E MAPLE ST 189.38 2 29.50 80.00 15,150.67 $757.53 5586.81 $11,173.62 $0.00 $11,931.15
NP084 E MAPLE ST 186.24 6 32.00 80.00 14,899.15 $744.96 5959.66 $11,919.32  $6,928.10 $19,592.38
$96,626.78
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost
$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP048 E PARK AVE 385.27 2 30.00 80.00 30,821.23 $1,541.06 11,557.96 $23,115.92 $0.00 $24,656.98
NP067 E PARK AVE 376.28 7 33.00 80.00 30,102.54 $1,505.13 12,417.30 $24,83459  $2,633.97 $28,973.69
NP042 E PARK AVE 95.12 3 30.00 80.00 7,609.78 $380.49 2,853.67 $5,707.34  $1,103.42 $7,191.25
NP059 E PARK AVE 103.17 3 33.00 80.00 8,253.58 $412.68 3,404.60 $6,809.20  $1,196.77 $8,418.65
NP198 E PARK AVE 468.26 4 35.00 80.00 37,461.08 $1,873.05 16,389.22 $32,778.45  $10,863.71 $45,515.22
$114,755.79
NP200 EAST BLVD - INSIDE 479.54 2 17.00 60.00 28,772.46 $1,438.62 8,152.20 $16,304.40 $0.00 $17,743.02
NP045 EAST BLVD - INSIDE 479.64 7 17.00 60.00 28,778.44 $1,438.92 8,153.89 $16,307.78  $3,357.48 $21,104.19
$38,847.20
NP030 EAST BLVD - OUTSIDE 479.62 2 26.00 60.00 28,777.11 $1,438.86 12,470.08 $24,940.16 $0.00 $26,379.02
NP024 EAST BLVD - OUTSIDE 604.51 2 26.00 60.00 36,270.89 $1,813.54 15,717.39 $31,434.77 $0.00 $33,248.32
NP041 EAST BLVD - OUTSIDE 479.70 2 26.00 60.00 28,782.24 $1,439.11 12,472.31 $24,944.61 $0.00 $26,383.72
$86,011.06
NP125 HAWTHORNE AVE 478.69 2 16.00 80.00 38,295.33 $1,914.77 7,659.07 $15,318.13 $0.00 $17,232.90
$17,232.90
NP018 HOLLY AVE EXTENSION 119.89 5 30.00 60.00 7,193.14 $359.66 359657 $7,193.14  $2,229.87 $9,782.67
NP020 HOLLY AVE EXTENSION 88.34 5 30.00 60.00 5,300.14 $265.01 2,650.07 $5,300.14  $1,643.04 $7,208.19
NP021 HOLLY AVE EXTENSION 167.42 5 30.00 55.00 9,208.04 $460.40 502257 $10,045.14  $3,113.99 $13,619.53
NP022 HOLLY AVE EXTENSION 124,99 5 30.00 55.00 6,874.65 $343.73 3,749.81  $7,499.62  $2,324.88 $10,168.24
NP025 HOLLY AVE EXTENSION 411.68 2 19.00 50.00 20,583.99 $1,029.20 7,821.92 $15,643.83 $0.00 $16,673.03
$57,451.66
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost
$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP086 HOLLY AVE 223.68 8 27.50 80.00 17,894.07 $894.70 6,151.09 $12,302.17  $3,131.46 $16,328.34
NP038 HOLLY AVE 200.78 2 27.50 50.00 10,038.98 $501.95 5,521.44 $11,042.87 $0.00 $11,544.82
NP043 HOLLY AVE 121.55 2 27.50 50.00 6,077.54 $303.88 3,342.64  $6,685.29 $0.00 $6,989.17
NP077 HOLLY AVE 189.47 2 27.50 80.00 15,157.69 $757.88 5,210.46 $10,420.91 $0.00 $11,178.80
NP031 HOLLY AVE 159.00 2 20.00 50.00 7,949.95 $397.50 3,179.98  $6,359.96 $0.00 $6,757.46
NP199 HOLLY AVE 191.00 2 27.50 80.00 15,280.02 $764.00 5,252.51 $10,505.01 $0.00 $11,269.01
NP058 HOLLY AVE 104.44 2 27.50 80.00 8,355.43 $417.77 2,872.18  $5,744.36 $0.00 $6,162.13
NP094 HOLLY AVE 255.54 5 27.50 80.00 20,443.27 $1,022.16 7,027.37 $14,054.75  $4,753.06 $19,829.97
NP0O71 HOLLY AVE 183.81 5 27.50 80.00 14,704.91 $735.25 5,054.81 $10,109.63  $3,418.89 $14,263.76
NP029 HOLLY AVE 394.17 2 19.00 30.00 11,825.16 $591.26 7,489.27 $14,978.54 $0.00 $15,569.80
$119,893.25
NP060 INDUSTRIAL WAY 478.87 10 46.00 60.00 28,732.27 $1,436.61 22,028.07 $44,056.14 $14,461.91 $59,954.67
NP205 INDUSTRIAL WAY 137.52 6 46.00 60.00 8,251.15 $412.56 6,325.88 $12,651.76  $5,115.71 $18,180.03
$78,134.70
NP187 LINDEN ST 674.34 4 33.00 60.00 40,460.38 $2,023.02 22,25321 $44,506.42  $15,644.68 $62,174.12
$62,174.12
NP189 MYRTLE ST 673.74 3 33.00 75.00 50,530.81 $2,526.54 22,23356 $44,467.11  $7,815.43 $54,809.08
$54,809.08
NP013 OAK AVE 126.46 10 36.00 50.00 6,322.86 $316.14 4552.46  $9,104.92  $3,819.01 $13,240.07
NP195 OAK AVE 126.04 6 36.00 50.00 6,302.11 $315.11 453752 $9,075.04  $4,688.77 $14,078.91
$27,318.99
NP188 OREGON AVE 478.60 4 27.00 50.00 23,929.78 $1,196.49 12,922.08 $25,844.16  $11,103.42 $38,144.07
$38,144.07
NP027 PILGRIM PARK DR 454.89 4 39.00 50.00 22,744.34 $1,137.22 17,740.58 $35,481.17 $10,553.37 $47,171.76
$47,171.76
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost
$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP012 PINE ST 428.81 6 36.00 50.00 21,440.61 $1,072.03 15,437.24 $30,874.48  $15,951.81 $47,898.32
NP194 PINE ST 398.65 6 36.00 50.00 19,932.43 $996.62 14,351.35 $28,702.69 $14,829.72 $44,529.04
NP004 PINE ST 145.25 6 36.00 50.00 7,262.74 $363.14 5229.17 $10,458.34  $5,403.48 $16,224.95
$108,652.31
NP182 PLEASANT ST 304.44 4 36.00 50.00 15,221.83 $761.09 10,959.72 $21,919.43  $7,062.93 $29,743.45
NP180 PLEASANT ST 378.86 4 36.00 50.00 18,942.88 $947.14 13,638.88 $27,277.75  $8,789.50 $37,014.40
$66,757.85
NP015 POPLAR AVE 256.64 4 20.00 56.00 14,371.92 $718.60 5132.83 $10,265.66  $5,954.08 $16,938.34
$16,938.34
NP128 SEAST BLVD - INSIDE 654.64 7 25.00 60.00 39,278.54 $1,963.93 16,366.06 $32,732.12  $4,582.50 $39,278.54
NP087 S EAST BLVD - INSIDE 259.95 2 26.00 60.00 15,596.80 $779.84 6,758.61 $13,517.23 $0.00 $14,297.07
NP102 SEAST BLVD - INSIDE 487.83 7 25.00 60.00 29,269.65 $1,463.48 12,195.69 $24,391.38  $3,414.79 $29,269.65
NP065 S EAST BLVD - INSIDE 519.44 7 26.00 60.00 31,166.22 $1,558.31 13,505.36 $27,010.73  $3,636.06 $32,205.10
$115,050.36
NP148 S EAST BLVD - OUTSIDE 371.86 7 26.00 60.00 22,311.74 $1,115.59 9,668.42 $19,336.84  $2,603.04 $23,055.46
NP100 SEAST BLVD - OUTSIDE 901.68 2 26.00 60.00 54,100.74 $2,705.04 23,443.65 $46,887.31 $0.00 $49,592.35
NP057 S EAST BLVD - OUTSIDE 868.06 2 17.00 60.00 52,083.54 $2,604.18 14,757.00 $29,514.01 $0.00 $32,118.18
$104,765.99
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost
$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP163 S PLYMOUTH AVE 139.99 10 48.00 80.00 11,198.85 $559.94 6,719.31 $13,438.62  $4,227.57 $18,226.13
NP179 SPLYMOUTH AVE 140.89 6 48.00 80.00 11,271.19 $563.56 6,762.71 $13,525.42  $5,241.10 $19,330.08
NP181 SPLYMOUTH AVE 166.72 6 48.00 80.00 13,337.88 $666.89 8,002.73 $16,005.46  $6,202.11 $22,874.47
NP157 SPLYMOUTH AVE 329.22 11 48.00 80.00 26,337.31 $1,316.87 15,802.38 $31,604.77  $8,427.94 $41,349.57
NP112 SPLYMOUTH AVE 712.41 6 48.00 80.00 56,993.16 $2,849.66 34,195.89 $68,391.79  $26,501.82 $97,743.26
NP183 S PLYMOUTH AVE 142.68 10 31.00 80.00 11,414.68 $570.73 442319 $8,846.38  $4,309.04 $13,726.16
NP178 S PLYMOUTH AVE 189.43 10 48.00 80.00 15,154.66 $757.73 9,092.79 $18,18559  $5,720.88 $24,664.21
NP142 SPLYMOUTH AVE 87.43 3 48.00 80.00 6,994.46 $349.72 4,196.68 $8,393.35  $1,014.20 $9,757.27
NP186 S PLYMOUTH AVE 155.19 10 31.00 80.00 12,414.82 $620.74 4,810.74  $9,621.48  $4,686.59 $14,928.82
NP172 SPLYMOUTH AVE 19.95 10 48.00 80.00 1,596.27 $79.81 957.76  $1,915.52 $602.59 $2,597.93
NP164 SPLYMOUTH AVE 332.74 10 48.00 80.00 26,619.04 $1,330.95 15,971.42 $31,942.85 $10,048.69 $43,322.49
NP139 SPLYMOUTH AVE 109.49 4 48.00 80.00 8,759.12 $437.96 525547 $10,510.94  $2,540.14 $13,489.04
NP192 SPLYMOUTH AVE 501.73 10 31.00 80.00 40,138.58 $2,006.93 15,553.70 $31,107.40  $15,152.31 $48,266.64
NP190 S PLYMOUTH AVE 690.08 10 31.00 80.00 55,206.06 $2,760.30 21,392.35 $42,784.70  $20,840.29 $66,385.29
$436,661.35
NP161 S WEST BLVD - INSIDE 69.80 2 14.00 60.00 4,188.15 $209.41 977.23  $1,954.47 $0.00 $2,163.88
NP158 S WEST BLVD - INSIDE 114.64 7 14.00 60.00 6,878.31 $343.92 1,604.94  $3,209.88 $802.47 $4,356.26
NP165 S WEST BLVD - INSIDE 145.42 7 14.00 60.00 8,725.24 $436.26 2,035.89 $4,071.78  $1,017.94 $5,525.99
NP202 S WEST BLVD - INSIDE 1138.57 2 14.00 60.00 68,314.47 $3,415.72 15,940.04 $31,880.09 $0.00 $35,295.81
NP166 S WEST BLVD - INSIDE 268.95 5 14.00 60.00 16,136.85 $806.84 3,765.26  $7,530.53  $5,002.42 $13,339.80
$60,681.73
NP168 S WEST BLVD - OUTSIDE 83.46 5 26.00 60.00 5,007.59 $250.38 2,169.95 $4,339.91  $1,552.35 $6,142.64
NP160 S WEST BLVD - OUTSIDE 868.08 2 26.00 60.00 52,084.55 $2,604.23 22,569.97 $45,139.94 $0.00 $47,744.17
NP177 S WEST BLVD - OUTSIDE 215.55 2 26.00 60.00 12,933.01 $646.65 5,604.30 $11,208.61 $0.00 $11,855.26
NP175 SWEST BLVD - OUTSIDE 183.22 2 26.00 60.00 10,992.93 $549.65 4,763.60  $9,527.20 $0.00 $10,076.85
NP170 SWEST BLVD - OUTSIDE 245.53 2 26.00 60.00 14,731.94 $736.60 6,383.84 $12,767.68 $0.00 $13,504.28
NP176 S WEST BLVD - OUTSIDE 133.19 7 26.00 60.00 7,991.35 $399.57 3,462.92  $6,925.84 $932.32 $8,257.73
NP173 S WEST BLVD - OUTSIDE 102.85 5 26.00 60.00 6,170.84 $308.54 2,674.03 $5,348.06  $1,912.96 $7,569.56
NP203 S WEST BLVD - OUTSIDE 304.66 7 26.00 60.00 18,279.89 $913.99 7,921.29 $15842.57  $2,132.65 $18,889.22
$124,039.70
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost
$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP108 SE PARK AVE 665.94 6 55.00 80.00 53,275.11 $2,663.76 36,626.64 $73,253.27  $24,772.93 $100,689.96
$100,689.96
NP129 SOUTHWEST AVE 114.76 7 25.00 80.00 9,181.13 $459.06 2,869.10  $5,738.21 $803.35 $7,000.61
NP184 SOUTHWEST AVE 478.38 2 25.00 80.00 38,270.19 $1,913.51 11,959.43  $23,918.87 $0.00 $25,832.38
NP167 SOUTHWEST AVE 294.23 7 25.00 80.00 23,538.12 $1,176.91 7,355.66 $14,711.33  $2,059.59 $17,947.82
NP151 SOUTHWEST AVE 199.05 9 25.00 80.00 15,924.11 $796.21 4,976.29  $9,95257  $3,702.36 $14,451.13
NP145 SOUTHWEST AVE 370.28 8 25.00 80.00 29,622.19 $1,481.11 9,256.93 $18,513.87  $5,183.88 $25,178.86
NP174 SOUTHWEST AVE 139.78 7 25.00 80.00 11,182.05 $559.10 3,494.39  $6,988.78 $978.43 $8,526.31
NP116 SOUTHWEST AVE 240.54 2 25.00 80.00 19,243.07 $962.15 6,013.46 $12,026.92 $0.00 $12,989.07
$111,926.19
NP185 SW 1ST AVE 881.01 2 24.00 50.00 44,050.50 $2,202.52 21,144.24 $42,288.48 $0.00 $44,491.00
$44,491.00
NP191 SW 2ND AVE 1336.69 2 18.00 50.00 66,834.57 $3,341.73 24,060.45 $48,120.89 $0.00 $51,462.62
NP193 SW 2ND AVE 715.68 2 18.00 50.00 35,784.17 $1,789.21 12,882.30 $25,764.60 $0.00 $27,553.81
$79,016.43
NP159 SW LOCUST ST 844.18 2 17.00 20.00 16,883.51 $844.18 14,350.98 $28,701.96 $0.00 $29,546.14
$29,546.14
NP140 SW PARK AVE 95.67 3 30.50 80.00 7,653.52 $382.68 291790 $5,835.81  $1,109.76 $7,328.24
NP135 SW PARK AVE 117.26 4 30.50 80.00 9,380.49 $469.02 357631 $7,152.62  $2,720.34 $10,341.99
NP143 SW PARK AVE 282.93 4 36.50 80.00 22,634.48 $1,131.72 10,326.98 $20,653.96  $6,564.00 $28,349.68
NP147 SW PARK AVE 264.82 3 30.50 80.00 21,185.55 $1,059.28 8,076.99 $16,153.99  $3,071.91 $20,285.17
NP144 SW PARK AVE 109.45 4 30.50 80.00 8,756.14 $437.81 3,338.28 $6,676.56  $2,539.28 $9,653.64
NP138 SW PARK AVE 72.81 3 30.50 80.00 5,824.76 $291.24 2,220.69  $4,441.38 $844.59 $5,577.21
NP149 SW PARK AVE 194.81 7 36.50 80.00 15,584.76 $779.24 7,11055 $14,221.10  $1,363.67 $16,364.00
$97,899.93
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost

$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP098 W ASH ST 224.48 3 35.00 80.00 17,958.34 $897.92 7,856.77 $15,713.55  $2,603.96 $19,215.42
NP092 W ASH ST 344.48 4 35.00 80.00 27,558.35 $1,377.92 12,056.78 $24,11356  $7,991.92 $33,483.40
NP110 WASH ST 200.01 3 20.00 80.00 16,000.65 $800.03 4,000.16 $8,000.32  $2,320.09 $11,120.45
NP080 W ASH ST 191.12 4 35.00 80.00 15,289.62 $764.48 6,689.21 $13,378.42  $4,433.99 $18,576.89
NP115 WASH ST 239.94 2 20.00 80.00 19,195.60 $959.78 4,798.90  $9,597.80 $0.00 $10,557.58
NP120 W ASH ST 140.10 2 20.00 80.00 11,208.21 $560.41 2,802.05 $5,604.11 $0.00 $6,164.52
$99,118.26
NP090 W CANAL ST 239.89 2 26.50 60.00 14,393.21 $719.66 6,357.00 $12,714.00 $0.00 $13,433.67
NP055 W CANAL ST 85.10 2 36.00 60.00 5,105.92 $255.30 3,063.55  $6,127.11 $0.00 $6,382.40
NP051 W CANAL ST 137.07 2 36.00 60.00 8,224.27 $411.21 493456  $9,869.12 $0.00 $10,280.34
NPO74 W CANAL ST 192.95 2 36.00 60.00 11,577.28 $578.86 6,946.37 $13,892.74 $0.00 $14,471.60
NP082 W CANAL ST 199.91 2 26.50 60.00 11,994.69 $599.73 5,297.66 $10,595.31 $0.00 $11,195.05
NP097 W CANAL ST 139.91 2 26.50 60.00 8,394.63 $419.73 3,707.63  $7,415.26 $0.00 $7,834.99
NP061 W CANAL ST 291.67 3 36.00 60.00 17,500.46 $875.02 10,500.28 $21,000.56  $3,383.42 $25,259.00
$88,857.05
NP154 W ELM ST 139.94 7 20.00 80.00 11,195.28 $559.76 2,798.82  $5,597.64 $979.59 $7,136.99
NP118 WELM ST 189.13 10 49.00 80.00 15,130.12 $756.51 9,267.20 $18,534.40  $5,711.62 $25,002.53
NP152 WELM ST 145,03 11 22.00 80.00 11,602.13 $580.11 319059 $6,381.17  $3,712.68 $10,673.96
NP114 WELMST 189.12 10 49.00 80.00 15,129.92 $756.50 9,267.08 $18,534.16  $5,711.55 $25,002.20
NP132 WELMST 186.61 11 4350 80.00 14,928.71 $746.44 8,117.48 $16,234.97  $4,777.19 $21,758.59
NP137 WELM ST 200.46 7 43,50 80.00 16,036.80 $801.84 8,720.01 $17,440.02  $1,403.22 $19,645.08
NP141 WELMST 96.98 5 22.00 80.00 7,758.09 $387.90 2,13347 $4,266.95  $1,803.76 $6,458.61
NP126 WELM ST 189.12 11 4350 80.00 15,129.92 $756.50 8,226.89 $16,453.79  $4,841.57 $22,051.86
$137,729.81
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost
$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP122 W MAPLE ST 101.25 5 22.00 80.00 8,099.71 $404.99 2,227.42  $4,454.84  $1,883.18 $6,743.01
NP133 W MAPLE ST 140.02 7 22.00 80.00 11,201.24 $560.06 3,080.34  $6,160.68 $980.11 $7,700.85
NP111 W MAPLE ST 189.39 5 32.00 80.00 15,150.97 $757.55 6,060.39 $12,120.78  $3,522.60 $16,400.93
NP127 W MAPLE ST 240.03 7 22.00 80.00 19,202.50 $960.13 5,280.69 $10,561.37  $1,680.22 $13,201.72
NP119 W MAPLE ST 189.51 5 32.00 80.00 15,161.03 $758.05 6,064.41 $12,128.83  $3,524.94 $16,411.82
NP124 W MAPLE ST 98.78 7 22.00 80.00 7,902.12 $395.11 2,173.08  $4,346.16 $691.44 $5,432.70
NP091 W MAPLE ST 19253 5 32.00 80.00 15,402.22 $770.11 6,160.89 $12,321.77  $3,581.02 $16,672.90
NP105 W MAPLE ST 189.39 5 32.00 80.00 15,150.80 $757.54 6,060.32 $12,120.64  $3,522.56 $16,400.74
$98,964.67
NP204 W MCKINLEY ST 686.96 4 57.00 60.00 41,217.49 $2,060.87 39,156.61 $78,313.23  $15,937.43 $96,311.53
$96,311.53
NP099 W PARK AVE 141.49 4 31.00 80.00 11,319.08 $565.95 4,386.14 $8,77229  $3,282.53 $12,620.78
NP121 W PARK AVE 139.57 3 31.00 80.00 11,165.46 $558.27 4,326.62 $8,65323  $1,618.99 $10,830.49
NP109 W PARK AVE 138.37 3 31.00 80.00 11,069.28 $553.46 4,280.35 $8578.69  $1,605.05 $10,737.20
NP093 W PARK AVE 327.02 2 31.00 80.00 26,161.38 $1,308.07 10,137.53  $20,275.07 $0.00 $21,583.14
NP113 W PARK AVE 200.55 10 31.00 80.00 16,044.30 $802.21 6,217.16 $12,434.33  $6,056.72 $19,293.27
NP134 W PARK AVE 478.48 2 31.00 80.00 38,278.58 $1,913.93 14,832.95 $29,665.90 $0.00 $31,579.83
$106,644.71
NP006 WALNUT ST 150.41 6 36.00 50.00 7,520.74 $376.04 541493 $10,829.87  $5,595.43 $16,801.33
NP016 WALNUT ST 401.25 6 36.00 50.00 20,062.57 $1,003.13 14,445.05 $28,890.11 $14,926.56 $44,819.79
NP014 WALNUT ST 104.57 6 36.00 50.00 5,228.57 $261.43 3,764.57  $7,529.14  $3,890.05 $11,680.62
NP008 WALNUT ST 325.06 6 36.00 50.00 16,253.09 $812.65 11,702.23 $23,404.46  $12,092.30 $36,309.41
$109,611.15
NP106 WEST BLVD - INSIDE 146.93 2 14.50 60.00 8,815.76 $440.79 2,130.48  $4,260.95 $0.00 $4,701.74
NP131 WEST BLVD - INSIDE 478.77 2 14.00 60.00 28,725.96 $1,436.30 6,702.72 $13,405.45 $0.00 $14,841.74
NP153 WEST BLVD - INSIDE 478.72 2 14.00 60.00 28,723.31 $1,436.17 6,702.11 $13,404.21 $0.00 $14,840.38
NP117 WEST BLVD - INSIDE 322.11 2 14.50 60.00 19,326.54 $966.33 4,670.58  $9,341.16 $0.00 $10,307.49
NP169 WEST BLVD - INSIDE 179.09 2 14.00 60.00 10,745.65 $537.28 2,507.32  $5,014.64 $0.00 $5,551.92
$50,243.27
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City of New Plymouth Idaho - Paved Road Inventory Report

Cost Assumptions

September 26, 2010

ROW Value Pavement Cost Sidewalk Cost Curb Gutter Cost Type 3CGS Cost Type4 CGS Cost Type5CGS Cost  Type 6 CGS Cost
$0.05/ Sq.Ft. $2.00/ Sq. Ft $7.00/ Lineal Ft $11.60 / Lineal Ft $11.60/ Lineal Ft ~ $23.20/Lineal Ft  $18.60/Lineal Ft  $37.20/ Lineal Ft
SEG ID Road Name Seg Length Road Type  Paved Width ROW Width  ROW Area ROWValue PVMArea  PVMValue CGS Value TOTAL
NP101 WEST BLVD - OUTSIDE 131.80 2 26.00 60.00 7,907.90 $395.40 3,426.76  $6,853.52 $0.00 $7,248.91
NP107 WEST BLVD - OUTSIDE 468.99 2 26.00 60.00 28,139.21 $1,406.96 12,193.66 $24,387.32 $0.00 $25,794.28
NP146 WEST BLVD - OUTSIDE 147.93 3 26.00 60.00 8,875.72 $443.79 3,846.15 $7,60229  $1,715.97 $9,852.05
NP136 WEST BLVD - OUTSIDE 250.07 3 26.00 60.00 15,004.33 $750.22 6,501.88 $13,003.75  $2,900.84 $16,654.81
NP155 WEST BLVD - OUTSIDE 236.37 2 26.00 60.00 14,182.29 $709.11 6,145.66 $12,291.32 $0.00 $13,000.43
NP150 WEST BLVD - OUTSIDE 94.46 2 26.00 60.00 5,667.61 $283.38 2,455.96  $4,911.93 $0.00 $5,195.31
NP130 WEST BLVD - OUTSIDE 229.00 2 26.00 60.00 13,740.22 $687.01 5,954.10 $11,908.19 $0.00 $12,595.20
$90,340.99
Grand Total: $3,934,746.89
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Intersection Analysis Worksheets




1: SW Ave/S Plymouth Ave. & US30/Plymouth Ave.

2010 AM Peak 1/12/2011
A ey v ANt 2 M4

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations Fi Y Fi Y Fi Y Fi Y

Sign Control Stop Stop Free Free

Grade 0% 0% 0% 0%

Volume (veh/h) 92 4 72 0 4 4 12 180 4 4 128 100

Peak Hour Factor 100 100 092 092 100 1.00 100 100 1.00 1.00 1.00 1.00

Hourly flow rate (veh/h) 92 4 78 0 4 4 12 180 4 4 128 100

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

vC, conflicting volume 398 394 178 472 442 182 228 184

vC1, stage 1 conf vol

vC2, stage 2 conf vol

tC, single (s) 7.1 6.5 6.2 7.1 6.5 6.2 4.1 4.1

tC, 2 stage (s)

tF (s) 3.5 4.0 3.3 3.5 4.0 3.3 2.2 2.2

p0 queue free % 83 99 91 100 99 100 99 100

cM capacity (veh/h) 555 539 865 450 507 861 1352 1391

Direction, Lane # EB1 WB1 NB1 SB1

Volume Total 174 8 196 232

Volume Left 92 0 12 4

Volume Right 78 4 4 100

cSH 661 638 1352 1391

Volume to Capacity 0.26 0.01 0.01 0.00

Queue Length (ft) 26 1 1 0

Control Delay (s) 12.4 10.7 0.5 0.2

Lane LOS B B A A

Approach Delay (s) 12.4 10.7 0.5 0.2

Approach LOS B B

Intersection Summary

Average Delay 3.9

Intersection Capacity Utilization 37.2% ICU Level of Service A

US 30 and Elm St Intersection, New Plymouth

Sai Sarepalli P.E. Page 1
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1: SW Ave/S Plymouth Ave. & US30/Plymouth Ave.

2010 PM Peak 1/12/2011
A ey v ANt 2 M4

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations Fi Y Fi Y Fi Y Fi Y

Sign Control Stop Stop Free Free

Grade 0% 0% 0% 0%

Volume (veh/h) 168 16 16 4 0 8 28 112 4 12 144 40

Peak Hour Factor 100 100 092 092 100 1.00 100 100 1.00 1.00 1.00 1.00

Hourly flow rate (veh/h) 168 16 17 4 0 8 28 112 4 12 144 40

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

vC, conflicting volume 366 360 164 383 378 114 184 116

vC1, stage 1 conf vol

vC2, stage 2 conf vol

tC, single (s) 7.1 6.5 6.2 7.1 6.5 6.2 4.1 4.1

tC, 2 stage (s)

tF (s) 3.5 4.0 3.3 3.5 4.0 3.3 2.2 2.2

p0 queue free % 71 97 98 99 100 99 98 99

cM capacity (veh/h) 576 554 881 539 541 939 1403 1473

Direction, Lane # EB1 WB1 NB1 SB1

Volume Total 201 12 144 196

Volume Left 168 4 28 12

Volume Right 17 8 4 40

cSH 592 745 1403 1473

Volume to Capacity 0.34 0.02 0.02 0.01

Queue Length (ft) 38 1 2 1

Control Delay (s) 14.2 9.9 1.6 0.5

Lane LOS B A A A

Approach Delay (s) 14.2 9.9 1.6 0.5

Approach LOS B A

Intersection Summary

Average Delay 6.0

Intersection Capacity Utilization 37.1% ICU Level of Service A

US 30 and Elm St Intersection, New Plymouth

Sai Sarepalli P.E. Page 1
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1: SW Ave/S Plymouth Ave. & US30/Plymouth Ave.

2015 AM Peak 1/13/2011
A ey v ANt 2 M4

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations Fi Y Fi Y Fi Y Fi Y

Sign Control Stop Stop Free Free

Grade 0% 0% 0% 0%

Volume (veh/h) 99 4 77 4 4 4 13 194 5 5 138 108

Peak Hour Factor 100 100 092 092 100 1.00 100 100 1.00 1.00 1.00 1.00

Hourly flow rate (veh/h) 99 4 84 4 4 4 13 194 5 5 138 108

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

vC, conflicting volume 430 427 192 510 478 196 246 199

vC1, stage 1 conf vol

vC2, stage 2 conf vol

tC, single (s) 7.1 6.5 6.2 7.1 6.5 6.2 4.1 4.1

tC, 2 stage (s)

tF (s) 3.5 4.0 3.3 3.5 4.0 3.3 2.2 2.2

p0 queue free % 81 99 90 99 99 100 99 100

cM capacity (veh/h) 527 516 850 420 483 845 1332 1373

Direction, Lane # EB1 WB1 NB1 SB1

Volume Total 187 12 212 251

Volume Left 99 4 13 5

Volume Right 84 4 5 108

cSH 635 528 1332 1373

Volume to Capacity 0.29 0.02 0.01 0.00

Queue Length (ft) 31 2 1 0

Control Delay (s) 13.0 12.0 0.6 0.2

Lane LOS B B A A

Approach Delay (s) 13.0 12.0 0.6 0.2

Approach LOS B B

Intersection Summary

Average Delay 4.1

Intersection Capacity Utilization 39.3% ICU Level of Service A

US 30 and Elm St Intersection, New Plymouth

Sai Sarepalli P.E. Page 1
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1: SW Ave/S Plymouth Ave. & US30/Plymouth Ave.

2020 AM Peak 1/13/2011
A ey v ANt 2 M4

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations Fi Y Fi Y Fi Y Fi Y

Sign Control Stop Stop Free Free

Grade 0% 0% 0% 0%

Volume (veh/h) 106 5 83 6 5 5 14 208 6 6 148 116

Peak Hour Factor 100 100 092 092 100 1.00 100 100 1.00 1.00 1.00 1.00

Hourly flow rate (veh/h) 106 5 90 7 5 5 14 208 6 6 148 116

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

vC, conflicting volume 464 460 206 550 515 211 264 214

vC1, stage 1 conf vol

vC2, stage 2 conf vol

tC, single (s) 7.1 6.5 6.2 7.1 6.5 6.2 4.1 4.1

tC, 2 stage (s)

tF (s) 3.5 4.0 3.3 3.5 4.0 3.3 2.2 2.2

p0 queue free % 79 99 89 98 99 99 99 100

cM capacity (veh/h) 498 493 835 390 459 829 1312 1356

Direction, Lane # EB1 WB1 NB1 SB1

Volume Total 201 17 228 270

Volume Left 106 7 14 6

Volume Right 90 5 6 116

cSH 608 491 1312 1356

Volume to Capacity 0.33 0.03 0.01 0.00

Queue Length (ft) 36 3 1 0

Control Delay (s) 13.8 12.6 0.6 0.2

Lane LOS B B A A

Approach Delay (s) 13.8 12.6 0.6 0.2

Approach LOS B B

Intersection Summary

Average Delay 4.4

Intersection Capacity Utilization 41.5% ICU Level of Service A

US 30 and Elm St Intersection, New Plymouth

Sai Sarepalli P.E. Page 1
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1: SW Ave/S Plymouth Ave. & US30/Plymouth Ave.

2025 AM Peak 1/13/2011
A ey v ANt 2 M4

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations Fi Y Fi Y Fi Y Fi Y

Sign Control Stop Stop Free Free

Grade 0% 0% 0% 0%

Volume (veh/h) 114 5 89 6 5 5 15 224 6 6 159 124

Peak Hour Factor 100 100 092 092 100 1.00 100 100 1.00 1.00 1.00 1.00

Hourly flow rate (veh/h) 114 5 97 7 5 5 15 224 6 6 159 124

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

vC, conflicting volume 498 493 221 589 552 227 283 230

vC1, stage 1 conf vol

vC2, stage 2 conf vol

tC, single (s) 7.1 6.5 6.2 7.1 6.5 6.2 4.1 4.1

tC, 2 stage (s)

tF (s) 3.5 4.0 3.3 3.5 4.0 3.3 2.2 2.2

p0 queue free % 76 99 88 98 99 99 99 100

cM capacity (veh/h) 473 472 819 363 437 812 1291 1338

Direction, Lane # EB1 WB1 NB1 SB1

Volume Total 216 17 245 289

Volume Left 114 7 15 6

Volume Right 97 5 6 124

cSH 584 464 1291 1338

Volume to Capacity 0.37 0.04 0.01 0.00

Queue Length (ft) 42 3 1 0

Control Delay (s) 14.7 13.0 0.6 0.2

Lane LOS B B A A

Approach Delay (s) 14.7 13.0 0.6 0.2

Approach LOS B B

Intersection Summary

Average Delay 4.7

Intersection Capacity Utilization 43.6% ICU Level of Service A

US 30 and Elm St Intersection, New Plymouth

Sai Sarepalli P.E. Page 1
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1: SW Ave/S Plymouth Ave. & US30/Plymouth Ave.

2030 AM Peak 1/13/2011
A ey v ANt 2 M4

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations Fi Y Fi Y Fi Y Fi Y

Sign Control Stop Stop Free Free

Grade 0% 0% 0% 0%

Volume (veh/h) 123 6 96 7 6 6 16 240 7 7 171 134

Peak Hour Factor 100 100 092 092 100 1.00 100 100 1.00 1.00 1.00 1.00

Hourly flow rate (veh/h) 123 6 104 8 6 6 16 240 7 7 171 134

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

vC, conflicting volume 536 531 238 635 594 244 305 247

vC1, stage 1 conf vol

vC2, stage 2 conf vol

tC, single (s) 7.1 6.5 6.2 7.1 6.5 6.2 4.1 4.1

tC, 2 stage (s)

tF (s) 3.5 4.0 3.3 3.5 4.0 3.3 2.2 2.2

p0 queue free % 72 99 87 98 99 99 99 99

cM capacity (veh/h) 444 449 801 332 413 795 1267 1319

Direction, Lane # EB1 WB1 NB1 SB1

Volume Total 233 20 263 312

Volume Left 123 8 16 7

Volume Right 104 6 7 134

cSH 554 436 1267 1319

Volume to Capacity 0.42 0.04 0.01 0.01

Queue Length (ft) 52 4 1 0

Control Delay (s) 16.1 13.6 0.6 0.2

Lane LOS C B A A

Approach Delay (s) 16.1 13.6 0.6 0.2

Approach LOS C B

Intersection Summary

Average Delay 5.1

Intersection Capacity Utilization 46.3% ICU Level of Service A

US 30 and Elm St Intersection, New Plymouth

Sai Sarepalli P.E. Page 1
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1: SW Ave/S Plymouth Ave. & US30/Plymouth Ave.

2035 AM Peak 1/13/2011
A ey v ANt 2 M4

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations Fi Y Fi Y Fi Y Fi Y

Sign Control Stop Stop Free Free

Grade 0% 0% 0% 0%

Volume (veh/h) 132 7 103 7 7 8 17 258 8 8 184 144

Peak Hour Factor 100 100 092 092 100 1.00 100 100 1.00 1.00 1.00 1.00

Hourly flow rate (veh/h) 132 7 112 8 7 8 17 258 8 8 184 144

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

vC, conflicting volume 580 572 256 683 640 262 328 266

vC1, stage 1 conf vol

vC2, stage 2 conf vol

tC, single (s) 7.1 6.5 6.2 7.1 6.5 6.2 4.1 4.1

tC, 2 stage (s)

tF (s) 3.5 4.0 3.3 3.5 4.0 3.3 2.2 2.2

p0 queue free % 68 98 86 97 98 99 99 99

cM capacity (veh/h) 412 424 783 303 388 777 1243 1298

Direction, Lane # EB1 WB1 NB1 SB1

Volume Total 251 23 283 336

Volume Left 132 8 17 8

Volume Right 112 8 8 144

cSH 523 423 1243 1298

Volume to Capacity 0.48 0.05 0.01 0.01

Queue Length (ft) 64 4 1 0

Control Delay (s) 18.1 14.0 0.6 0.2

Lane LOS C B A A

Approach Delay (s) 18.1 14.0 0.6 0.2

Approach LOS C B

Intersection Summary

Average Delay 5.7

Intersection Capacity Utilization 49.2% ICU Level of Service A

US 30 and Elm St Intersection, New Plymouth

Sai Sarepalli P.E. Page 1
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